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Copyright 

This manual and the soltware described in it are copyrighted 
with all rights reserved. Under the copyright laws, this manual or 
the software may not be copied, in whole or part, without written 
consent ol Apple, except in the normal use of the software or tu 
make a backup copy. The same proprietary and copyright 
notices must be affixed to any permitted copies as were allixed 
to the original. This exception does not allow copies to be made 
for others, whether or not sold, butall ofthe material purchased 
(with all backup copies) may be sold. given, or loaned to 
another person. Under the law, copving includes translating into 
dnother language or format. 


©1980 Apple Computer, Inc. 
20525 Mariani Ave. 
Cupertino, CA 95014 
(-408)9906-1010 


Macintosh isa trademark of MeIntosh Laboratories, Ine. and is 
being used with the express permission of its owner. 


Apple, the Apple logo, AppleCare and Lisa are registered 
trademarks of Apple Computer, Inc. The Macintosh logo, Apple 
Hard Disk 20. AppleTalk, ImageWriter, LaserWriter, MacDraw, 
Macintosh, MacPaint, MacWorks, and MacWrite are trademarks 
of Apple Computer, Inc. 


IBM isa registered trademark of International Business 
Machines Corp. EJ MS-DOS is.a trademark of Microsolt 
Corporation.  Microsoftand Multiplan are registered 
trademarks of Microsoft Corporation. L) PageMaker isa 
trademark of Aldus Corporation. CG PostScript is a trademark of 
Adobe Systems, Inc. ©1984 Adobe Systems, Ine, All rights 
reserved, O The Art Portfolio isa trademark of Axlon®, Inc. 

CJ ThinkTank is a trademark of Living Video Text, Inc. 

OQ ThunderSean is a trademark of Thunderware®, Inc. 

CO Xerox 4024 isa registered trademark of Xerox Corporation. 


Simultaneously published in the U.S.A. and Canada. 
A Note Regarding Trademarks 


The trademarks listed below (“Trademarks”) are trademarks of 
the corresponding companies listed below (“Owners”) and are 
used by Apple under license. Asa part ofthis license, Apple has 
negotiated certain limited rights with regard to the use of 
trademarks for licensees of this software subject to certain 
obligations. We call these rights and obligations the "Print Shop 
License.” 


The Print Shop License 


Asan Apple licensee you are only authorized to use the 
Trademarks to identify the applicable design, style, and version 
of letters, numerals, characters, and symbols (“Typeface”) 


produced from the digitally encoded machine-readable data 
licensed to you if you agree to and atall times comply with the 
following obligations: 


I. You acknowledge that the Trademarks belong to the 
corresponding Owners, and that they are valid under applicable 
law, and that your use of the Trademarks will not create any 
right, tide, or interest in or tothe Trademarks. 


2. Anytime you use anvot the Trademarks, vou will identify the 
proper Owner as the Trademark owner. 

3. You will maintain a high quality standard in producing 
copies ofany Typetace that you identify bya Trademark. 

4. Other than as stated above, you du not have any rights, 
franchises, ur licenses in respect of the Trademarks. 


Family Trademark Trademark Owner 


Helvetica Allied Corporation 
Times Allied Corporation 
Palatino Allied Corporation 
New Century 
Schoalbook Allied Corporation 
ITC Avant Garde International Typeface Corporation 
ITC Bookman International Typetace Corporation 
ITC Dingbats International Typeface Corporation 


ITC Zapf Chancery 
Proprietary Rights Notice 


International Typeface Corporation 


The digitally encoded machine-readable outline data for 
producing the typefaces provided as part of your laser printer is 
copyrighted ©1981] Allied Corporation and Adobe Systems, Inc. 
All rights reserved. This data is the property of Allied 
Corporition, Adobe Systems Inc., or its licensors and may not be 
reproduced, used, displayed, modlilied, disclosed, or 
transferred in any manner without the express written approval 
of Allied Corporation and Adobe Systems Inc. 


Simultaneously published in the U.S.A. and Canada. 
Warning 


Caution: To prevent electrical shock, do not remove the 
LaserWriter cover. No user serviceable parts inside. Refer 
servicing to qualified service personnel. 


This equipment has been certifed to comply with the limits fora 
Class B computing device, pursuant to Subpart J of Part 15 of 
FCC rules. Only peripherals (computer input/output devices, 
terminals, printers, etc.) certified to comply with the Class B 
limits may be attached to this computer. Operation with 
noncertifted peripherals is likely to result in interference to 
radio and TV reception. 
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About This Manual | This manual is for Apple® LaserWriter™ and LaserWriter Plus owners. New 
owners should read the entire manual for setting up and printing instructions. 
If you've upgraded your LaserWriter to a LaserWriter Plus, or if you're part of a 
network using the LaserWriter or LaserWriter Plus, you need to read those parts 
of the manual that pertain to software—Chapter 2, ‘Installation and Printing,” 
Chapter 3, “Using the LaserWriter,”’ and “Troubleshooting” in Chapter 4. All 
instructions in this manual are for both printers. 


Ci Chapter 1 gives step-by-step instructions for setting up the LaserWriter. 


© Chapter 2 shows you how to set up your startup disks to work with the 
Laser Writer and how to print your documents. 


© Chapter 3 contains summaries of basic instructions for using the 
Laser Writer. 


0 Chapter 4 shows you how to do planned maintenance and how to 
troubleshoot unplanned problems—paper jams, poor printing quality, and 
so forth. 


1 Chapter 5 gives you background information on type, samples of the work 
you can produce with a Macintosh™ and a LaserWriter, and some hints for 
making great-looking documents and making use of the LaserWriter and 
LaserWriter Plus fonts. 


O The appendixes provide further information about the LaserWriter. 


If you've never used the Macintosh before, be sure to read your Macintosh 
owner’s guide. You need to be familiar with basic Macintosh vocabulary and 
operations to complete the instructions in this manual. 


The word Macintosh refers to the Macintosh 512K, Macintosh Plus, or to the 
Macintosh XL. (If you have a Lisa® 2/5 or 2/10, you can upgrade to the 
Macintosh XL with MacWorks™ XL. See your authorized Apple dealer.) 


You can order programming or more technical information about the 
LaserWriter by writing to the following address: 


Inside LaserWriter, Apple Computer, Inc., 467 Saratoga Avenue, Suite 62, 
San Jose, CA 95129. 


About This Manu! 


The LaserWriter 
and the 
LaserWriter Plus 


The revolutionary technology of the Macintosh personal computer and the 
LaserWriter printer lets you explore a world once reserved for professional 
typographers and graphic designers. You can combine text with graphics in 
Macintosh applications and use the LaserWriter to create high-resolution 
printed copy that’s so good it can serve as a master for making copies and 
transparencies, or for instant printing. 


The LaserWriter’s publication-quality output demands the highest quality 
fonts. You can use four font families built into the printer: Helvetica™, 
Times™Roman, Courier, and Symbol. (A font family is the various sizes and 
styles of a typeface.) Helvetica and Times are among the most popular fonts in 
use today. Courier is the font you may be familiar with from the 

IBM®& typewriter. We've also included the Symbol font—a valuable tool for 
the scientific community (see Appendix E). Each of the four fonts comes 
with its Macintosh screen version so you can see the layout of your document 
before you print. 


These fonts will serve you well as a basic collection—and whet your appetite 
for more. Once you begin to explore Macintosh applications (such as 
MacDraw™ or PageMaker from Aldus) that have powerful text and graphic 
capabilities, you may want to acquire a more extensive collection of 
LaserWriter fonts. The LaserWriter Plus Kit serves exactly that purpose. 


You can upgrade a basic LaserWriter to a LaserWriter Plus, adding seven new 
built-in font families to your collection. In addition to Helvetica, Times, 
Courier, and Symbol, you have Palatino, ITC Bookman, ITC Avant Garde, New 
Century Schoolbook, ITC Zapf Chancery, Helvetica Narrow, and ITC Zapf 
Dingbats. With these additional fonts and the capability of adding printer fonts 
from other manufacturers, the LaserWriter and Macintosh become an even 
better desktop publishing team. Chapter 5 shows you LaserWriter and 
LaserWriter Plus fonts at work. 


The LaserWriter printer works with all Macintosh applications on a 
Macintosh 512K, a Macintosh Plus, and a Macintosh XL. 
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Chapter [: Setting Up the LaserWriter 


Do You Have What 
You Need? 


I) The LaserWriter Remove the accessory box, trays, and paper cassette from the top of the 
packing material and check to see that you have the following: 


0 Two trays—a manual feed guide and an output tray with extension 
C- A letter-size paper cassette 


XO An accessory kit containing, besides this owner's guide, the Printer 
Installation Disk, the LaserWriter and Laser Writer Plus Fonts Disk, 
and a power cord 


In addition, you'll need the following from your authorized Apple dealer: 


C The appropriate AppleTalk™ Connector Kit for each Macintosh and 
one for the LaserWriter 


For the LaserWriter and the Macintosh 512K: AppleTalk Connector Kit 
(M2010) 


For the Macintosh Plus: AppleTalk System Connector Kit (M2052) 
For the Macintosh XL: AppleTalk XL Connector Kit (M2012) 


2 The LaserWriter Toner Cartridge (includes a LaserWriter cleaning pad) 


Do You Have What You Need? 


©) The LaserWriter 


Pius Kit 


Don't forget the paper; use standard photocopy paper (or 16- to 20-pound 
standard paper stock) for best results. See ‘About Paper’ in Chapter 2 for 
more information on paper and transparency materials. 


Keep the packing materials to use if you ever need to transport the 
LaserWriter. Never repack the LaserWriter with the LaserWriter Toner 
Cartridge installed, to avoid the toner powder spilling into the printer. 


The LaserWriter Plus Kit is both a software and hardware addition to the 
basic LaserWriter printer. You can buy the LaserWriter Plus or upgrade your 
present LaserWriter. Your authorized Apple dealer installs the hardware 
and you'll use the following disks to install the software: 


7 the Printer Installation Disk 
0 the LaserWriter and Laser Writer Plus Fonts Disk 


These disks and the manual may be the same as those that came with your 
LaserWriter. Or your LaserWriter may come with earlier versions of the 
manual and software. If your LaserWriter comes with a Laser Writer 
Installation Disk rather than a Printer Installation Disk, you have all earlier 
versions of the materials. To avoid confusion, discard this older software 
and manual. 


Besides having new fonts, the LaserWriter Plus (and all LaserWriters 
shipped with the Printer Installation Disk) lets you 


C2 use LaserWriter printer fonts from other manufacturers, particularly 
Adobe Systems, Inc. 


C2 use a newly designed Printer Installer, called Installer; Printer 
Chooser, called Chooser; Control Panel; and Key Caps. 
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Choosing a Place 
for the LaserWriter 


First, make sure your office area’s electrical wiring is adequate. The line 
voltage should not vary more than 10 percent from the voltage marked on 
the printer nameplate. (The printer nameplate is on the back of the 
printer, near the power cord plug.) You probably don’t need to do any 
rewiring unless you’ve noticed electrical problems in your office—for 
instance, a light flickering when the copier is turned on. Always plug your 
printer into a grounded (three-prong) AC outlet. 


Place your LaserWriter in a well-ventilated area away from direct sunlight, 
where there are no abrupt changes in temperature or humidity; place it away 
from water faucets, humidifiers, refrigerators, heaters, air conditioners, 
and so forth. 


O The temperature should be between 50 and 90 degrees Fahrenheit (10 
and 32 degrees Celsius) and the relative humidity between 20 and 80 
percent. 


O Be sure your LaserWriter is not exposed to open flames (like Bunsen 
burners and gas stoves). And keep it away from areas with ammonia 
fumes or lots of dust. (Notify your maintenance staff not to use ammonia- 
based cleaners near the LaserWriter. ) 


Choosing a Place for the LaserWriter 


aft 


GQ 


CO Place the printer on a flat surface with the the back of the printer at least 7 
inches (about 18 centimeters) away from a wall. Be sure you have room to 
open the cartridge door at the front of the printer and to install the manual 
feed guide on one side of the printer and the paper output tray on the 
other. 


MORE THAN 
175 cm (7 in.) 
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MORE THAN 105 cm (41.5 in.) 


34 cm (13.4 in.) es 41.5 cm (1644 in.) _ MORE THAN 32.5 cm (12.8 in.) 


CARTRIDGE 
LOADING AND 
UNLOADING 
DIRECTION 


40 cm 
(15.75 in.) 


MORE THAN 108 cm (42.5 in.) 


O If your office is already using an AppleTalk Personal Network, choose a 
place near an AppleTalk connection box or cable extender for an easier 
hookup. 
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Unpacking and 
Setting Up 


ea Unpacking Your LaserWriter weighs 70 pounds, so it’s imperative that someone help 
you lift it. And don’t forget to bend at the knees to protect your lower back. 


@ Reach into the box in the middle along the long sides of the printer. You 
can feel a grooved handle midway down on each side. Lift the printer 
by the handles and place it on a stable surface. 


Make sure the front of the printer (the side with the Apple logo) is facing 
outward. 


Status lights 


On/Off switch 


Upper unit release lever 


LaserWriter Toner Cartridge 
door 


LaserWriter Toner Cartridge 
indicator 


Unpacking and Setting Up 


m Remove the items stored in the printer: 


1. Lift the release lever and raise the upper unit of the printer. 


Lift release to open upper 
unit 
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2. Notice the green toner cartridge wire cleaner taped behind the orange 
card on the right. You'll use this tool for simple LaserWriter 

maintenance. See Chapter 4. The wire cleaner doesn’t interfere with 

the printing process; you can keep it where it is, so it won’t get lost. 


Green wire cleaner 


Right side of green cover 


The green cover 


Unpacking and Sctting Up 


Lift the green cover 


Pull out the orange cards 


10 


3. Lift the green felt cover and remove the two orange cards fitted into the 
cover’s hinges. 
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Installing the 
LaserWriter 
Toner Cartridge 


LaserWriter Toner Cartridge 


To set up your printer, you'll need the LaserWriter Toner Cartridge (your 
first one is included with the LaserWriter when you buy it); the toner 
powder in the cartridge serves as “ink”’ to the printer. Open the cartridge 
box and remove the cleaning pad wrapped in plastic, and then remove the 
cartridge by its handle from the sealed metallic bag. 


@ Hold the cartridge horizontally and slowly rock it 45 degrees back and 
forth about five times to distribute the toner. 


Unpacking and Setting Up 


@ With the LaserWriter open, pull the toner cartridge door open. 


Open the cartridge door 


m@ Slide the cartridge completely into the printer (the end with the small 
metal disk enters first) until you hear it click into place. 


Slide the cartridge into the 
printer 
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m@ Remove the sealing tape from the cartridge. 


This tape seals in the toner powder until the cartridge is installed and 
ready to use. If you forget to remove it after the cartridge is in place, the 
LaserWriter can’t produce printed pages. 


1. Holding the cartridge in place, flex the black tab on the right side of the 
cartridge until the tab breaks loose. The transparent tape is attached to 
the tab. Don’t tear the tab from the tape. You'll use the tab to pull the 
sealing tape out of the toner cartridge. 


Hold the cartridge in place 


Flex the black tab until it 
breaks loose 


Unpacking and Setting Up 


2. Pull the tab and the tape out until the tape is completely removed. 


Pull out the tab and the 
attached tape 


If the tab and the tape come apart, take hold of the tape itself and pull it all 
the way out. 


Warning: Ifyou remove the cartridge after you remove the tape, don’t hold 
the cartridge on end—toner powder may spill out! 


Also, never repack the LaserWriter with the LaserWriter Toner Cartridge 
installed, to avoid spilling the toner powder into the printer. 
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Installing the The cleaning pad that comes with the LaserWriter Toner Cartridge keeps 
Cleaning Pad the LaserWriter printing mechanisms clean during the printing process. 


m@ Open the green cover inside the main unit if it’s not open. 


m Slide the cleaning pad into the groove on the underside of the green 
cover (toward the back). 


Notice a cutaway on the top of the green cover where the green end of the 
cleaning pad fits. 


Insert the green cleaning pad 


m Close the green cover and then close the the printer. You'll hear a click 
when the printer is completely closed. 


Unpacking and Setting Up 


Installing the _@ Install the manual feed guide (the one without an extension) on the right 
Paper Trays _ side of the printer by fitting the pegs on the printer into the holes on 
the sides of the tray. 


Install the manual feed guide 


= Fit the pegs of the paper output tray into the holes provided in the light 
brown exit area on the left side of the printer. 


Install the paper output tray 
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Loading the The LaserWriter paper cassette holds about 100 sheets of paper. In 

Paper Cassette addition to the standard, letter-size cassette shipped with the LaserWriter, 
your authorized Apple dealer has or can order legal- and international- 
size paper cassettes. 


If you want to use letterhead paper, load the paper face down with the 
letterhead near the clips. Load three-hole-punched paper so the holes are 
on your left as shown in the illustration. You’! always feed odd-size paper, 
such as an envelope, manually. 


For additional information about the kinds of paper you can use, see 
“About Paper” in Chapter 2. 


@ Fan a stack of paper, place it in the paper cassette, and tap the end so the 
paper is up against the end of the cassette. 


Tap the paper up against the 
end of the cassette 
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@ Push the stack under the clips. 


Push the stack under the clip 


m Slide the cassette into the lower slot on the same side of the printer as 
the paper output tray. The end with the clips enters first. 


Slide the cassette into the left 
side of the printer 


The cassette’s in place when you can't push it in any farther. 
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fet Powering Up m@ Be sure the LaserWriter is switched off, and then plug the power cord 
into the back of the LaserWriter and the other end into a grounded AC 
outlet. 
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Plug the power cord in — 


@ Switch on the LaserWriter and wait about 2 minutes for the test page to 
appear in the output tray. 


On/Off switch 
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When you switch on the LaserWriter, it takes a little time to warm up, and 
then it automatically prints a test page. The green light on the left of the front 
of the LaserWriter flashes as the printer warms up, and then the yellow 
light next to it flashes to show that the LaserWriter is busy processing the test 
page. The yellow light goes out when the LaserWriter delivers the test 
page. See Appendix C, “‘LaserWriter’s Status Lights, Sockets, and Switch,” 
for more information on LaserWriter'’s status lights. 


Green ready light 
Yellow busy or manual feed 
light 

Red paper jam light 
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Print density dial 


If the test page is too light or too dark, adjust the print density dial. 


Turn it toward the gray dot for a darker print, or toward the hollow “sun” 
dot for a lighter one. 


oil 
il 


Unpacking and Setting Up 


If you don't get a test page within 2 minutes, or if it isn’t as clean and crisp 
as the following example, refer to “Troubleshooting” in Chapter 4. 


LaserWriter Plus 


The switch position used 
(see page 124) 


CO 


The number of pages printed 
on this LaserWriter 


Sometimes the test page will be spotty because toner has spilled out onto 
the cartridge during shipment. If this happens, switch the LaserWriter off 
and on again to print another test page. Try this procedure two or three 
times; then if there’s still a problem, refer to ‘“Troubleshooting”’ in 
Chapter 4. 
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Connecting to 
Your Macintosh 


Plugging in the 
AppleTalk 
Connector 


Connecting to Your Macintosh 


Your LaserWriter attaches to vour Macintosh with AppleTalk connectors. 
These connectors let you link Macintoshes and peripheral devices such as 
the LaserWriter together in an AppleTalk Personal Network. You place a 
connection box at each workstation where you want a device on the 
AppleTalk network, string the connection boxes together with cables, and 
then attach the connection box to the computer or peripheral device. With 
the appropriate software, the devices can communicate through the 
connectors and cables. 


If you’re setting up more than one LaserWriter, you'll need to give each 
LaserWriter a distinguishing name so people on the network will know 
which printer they're sending their documents to. After you've set up the 
LaserWriter and followed the installation instructions in Chapter 2, see 
“Naming a LaserWriter”’ in Chapter 3. 


These instructions tell you how to connect your LaserWriter toa 
Macintosh 512K, Macintosh Plus, or Macintosh XL. If you plan to build a 
network, refer to the instructions that come with the appropriate AppleTalk 
Connector Kit. (See “Do You Have What You Need?” inthis chapter.) You'll 
find that setting up a network is remarkably simple. 


Plug the AppleTalk 
connection box into the 
Printer port 


Plug the AppleTalk 
connection box into the 
AppleTalk port—the 9-pin 
socket 


Testing the 
AppleTalk 
Connection 


NO be: 
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You tested the LaserWriter when you switched it on and it produced the test 
page. Now test the AppleTalk network connection between your Macintosh 
and the LaserWriter by using the Printer Installation Disk and following 
these steps. The Printer Installation Disk is preset to work with the 
LaserWriter on any Macintosh. If you try this test and can’t print, you can be 
sure there’s something wrong with the AppleTalk network. 


First make a copy of the Printer Installation Disk and set it aside for 
safekeeping. See your Macintosh owner’s guide for how to copy a disk. 


The steps in this test procedure are further explained in ‘Printing With the 
LaserWriter” in Chapter 2. 


@ Switch on the LaserWriter and wait two minutes for a test page. 


@ Be sure the Macintosh is switched off. Then insert the Printer installation 


Disk into the disk drive (metal end first, label side up) and switch on the 
Macintosh. 


If you have a Hard Disk 20 and are using the Hard Disk 20 Startup disk to 
start your Macintosh (you don’t have a Macintosh Plus), you need to make 
the Printer Installation Disk the current startup disk. See Appendix D, 
“Current Startup Disk.” 
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m Open the disk icon, if it’s not open already, by clicking the disk icon and 
choosing Open from the File menu. 


w@ Choose Control Panel from the Apple menu and click the AppleTalk 
Connected button if it’s not already selected. 
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m@ Close the Control Panel by choosing Close from the File menu or by 
clicking the close box. 


Connecting to Your Macintosh 


m@ Choose Chooser from the Apple menu. 
m@ Click the LaserWriter icon as the printer type. 


@ When the LaserWriter name appears, select the name by clicking it. 


¢ File Edit View Special 


a Printer Installation 
; é 3 items 350K in disk SOK available 
SS Chooser 


System Folder | _— Select a Laserwriter 
Long Haul 


Blue Moan 


user name 


m@ Close the Chooser by choosing Close from the File menu or by clicking 
the close box. 
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@ Choose Print Catalog from the File menu. 


Edit View Special ] 
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Print Catalog prints the contents of the active directory window. 
@ Click OK or press Return in the Print dialog box. 


If the network and the LaserWriter are performing as they should, a status 
message appears on your Macintosh telling you that the LaserWriter is 
processing the document. At the same time, the LaserWriter's middle 
yellow light flashes. 


@ When the document has been printed, eject the Printer Installation Disk. 


If the LaserWriter doesn’t print the document, turn to “Troubleshooting” in 
Chapter 4. 


Use the Printer Installation Disk and this procedure only when you have 
trouble printing and need to find out if the problem is with the AppleTalk 
network rather than the LaserWriter or your application. 
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introduction 


Once you've set up the LaserWriter, you must update your startup disks 
so you can print with the LaserWriter. This chapter shows you how to do this 
step by step, and then how to print your documents. 


Introduction 


3] 


Installing 
LaserWriter 
Printer Software 


Before you begin the installation, it’s a good idea to make one copy of the 
Printer Installation Disk for safekeeping, and perhaps several more copies 
for others on the AppleTalk network to use to install the LaserWriter printer 
software on their disks. See your Macintosh owner’s guide for how to copy 
disks. 


Everyone on the network must use the same version of the LaserWriter 
software; therefore, everyone on the network may need to update their 
Startup disks using the Printer Installation Disk. 


Next, check the disks on which you'll be installing the LaserWriter: 


2 Be sure each disk is a startup disk, a disk with system files inside the 
System Folder. The LaserWriter printer software will reside with the other 
system files in the System Folder. 


O Make a copy of the startup disks as a safety precaution. 


Then follow the installation instructions in this chapter. If you have a Hard 
Disk 20, see “Installing the LaserWriter Software on a Hard Disk 20”' in 
Chapter 3. 


A Helpful Hint 

LaserWriter printer software and screen fonts, described later, take up quite 
a bit of room on a startup disk, especially the single-sided (400K) disk 
used with the Macintosh 512K, and XL. If you’re installing on startup disks 
with applications and documents on them, you may not have room on your 
startup disk for the installation. In order to avoid having to stop inthe middle 
of an installation and free space on a disk, try the following suggestion: 


O Create as many startup disks without applications and documents as you 
want. See “Moving a Document, Folder, or Application From One Disk 
to Another”’ in Chapter 3. Also see “Creating a Startup Disk” in Macintosh 
or Macintosh Plus, your owner's guide. 


2 Use the installation instructions in this chapter to install printer software 
and the screen fonts you want. 


2 Move applications and documents to the LaserWriter-installed startup 
disk as room permits. 


You may want to keep your applications and documents on a non-startup 
disk, a disk without system files. Or keep the application on the startup disk 


if there’s room and reserve other non-startup disks for documents only 
(a data disk). 
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Installing the 
Printing 
Resources 


Installing LaserWriter Printer Software 


You use the Installer on the Printer Installation Disk to install the 
LaserWriter printer software and a minimum set of screen fonts on each 
startup disk you want to use with the printer. A screen font is the screen 
version of the most popular sizes of the LaserWriter built-in fonts. See 
“Installing LaserWriter Screen Fonts”’ in this chapter for information about 
fonts and their installation. 


The Installer lets you install software on a series of disks, so have several 
disks ready for installation. In order to avoid having some disks with 
outdated or incorrect software, it’s a good idea to update all your disks at the 
same time. 


@ Insert the Printer installation Disk in the disk drive and open the icon 


representing the disk. 


Select the icon and choose Open from the File menu, or just double-click 
the icon. 


If you're using the Hard Disk 20, see ‘‘Installing the LaserWriter Software on 
a Hard Disk 20” in Chapter 3. 


m@ Open the Installer. 
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4-4 


The Installer on the Printer Installation Disk \ets you choose both 
| LaserWriter and ImageWriter™ printer software. LaserWriter works for all 
Macintoshes except the Macintosh 128K. 


The ImageWriter works with both the ImageWriter, either regular or 15- 
inch, and the ImageWriter™ IT. The AppleTalk™ Image Writer™ works with 
the ImageWriter II with the AppleTalk option card installed. 


AppleTalk ImageWriter (v 2.0) Printer Installa... 


ImageWriter (v 2.0) Eject 


LaserWriter (vy 3.0) 


install 


ore eee ee ene ST 


RPmMeuye 


install them on. 


Please select the resources and the disk you want to 


Note that the Installer lists the version number of each printing resource 
| (sometimes called a driver). The Installer may show version numbers 
greater than those shown in this illustration. 


@ Insert the destination disk, the disk on which you want to install the 
LaserWriter printing software. 


The name of the disk you inserted appears in the top-right corner of the 
dialog box. 
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The name of the disk you just 
inserted 


@ Click the LaserWriter printing resource you want and click Install. 


Installer 
AppleTalk ImageWriter (v 2.0) <>] Startup 
imageWriter (v 2.0) 


LaserWriter (uv 3.0) 


Sr ro re rrr 
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EEE 


| Remove | 
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Installation will leave 80K free on this disk; Removal 
lone free 54K. 
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You can select any combination of printers listed by holding down the Shift 
key as you click additional selections. 


When you make a selection, a message at the bottom of the window tells you 
how much room you'll have left on the destination disk after the installation. 
Because you can also remove a selection, the Installer also calculates how 
much space on the destination disk you regain with a removal. See ‘‘Adding 
and Removing Printing Resources From a Startup Disk” in Chapter 3. 


The Install button is dimmed unless adequate space is available for the 

installation, and a message tells you how much room you'll need on the 
destination disk. If you're short of disk space, see “Claiming Space on a 
Startup Disk”’ in this section for ways to free more space on your disk. 


When you click Install, if you have a one-drive system, you may need to 
swap disks a few times to complete the installation. 


m@ When the installation is complete, use Drive or Eject to switch to another 
| startup disk and repeat the installation, or click Quit. 
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The 
LaserWriter- 
installed 
Startup Disk 


If you've installed the LaserWriter printer software, the following items are 
automatically installed on your startup disk: 


O the LaserWriter printing resource file in the System Folder 
- the Laser Prep file in the System Folder 


ZF the new Chooser, Control Panel, and Key Caps desk accessories in the 
System file in the System Folder 


CO the fonts Helvetica and Times in 10 and 12 point; Courier in 10 point; and 
Symbol in 12 point in the System file in the System Folder 


The Laser Prep file prepares the LaserWriter for printing from the Macintosh 
each time the LaserWriter is switched on. 


When a LaserWriter-installed startup disk is the current one, the Chooser 
desk accessory appears in the Apple menu and the LaserWriter screen fonts 
appear in the Font menu of any application started by the current startup 
disk. See Appendix D, “Current Startup Disk.” 
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Claiming Space 
on a Startup 
Disk 


Installing LaserWriter Printer Software 


To free more space on adisk, remove printing resources, documents, 
applications, or fonts that you don’t need. 


2 Use the Installer to remove any printing resources you don’t need, or 
simply drag the resource to the Trash. See ‘‘Adding and Removing 
Printing Resources From a Startup Disk” in Chapter 3. 


C1 Remove documents or applications from the startup disk. See “Moving a 
Document, Folder, or Application From One Disk to Another” in 
Chapter 3. 


2 Use the Font/DA Mover to remove Macintosh or LaserWriter fonts or desk 
accessories you don’t need. See “Adding and Removing LaserWriter 
Screen Fonts” in Chapter 3. 


When you've finished, reinsert the Printer Installation Disk if you need to, 
and use the Installer to install the LaserWriter printer software. 


Once you've installed the LaserWriter printer software, if you still want 
more room on your startup disks, you can remove the Laser Prep file asa last 
resort. However, if you're the first person to print after the LaserWriter is 
switched on, the Macintosh will ask you for the Printer Installation Disk if it 
can’t find the Laser Prep file on the startup disk—an inconvenience most 
people choose to avoid. 
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When you install the LaserWriter printing resource on your startup disk, you 
also automatically install a minimum set of the Helvetica, Times, Courier, 
and Symbol screen fonts on the startup disk’s System file (Helvetica and 
Times 10, 12 point; Courier 10 point; and Symbol 12 point). However, you 
may want to install other sizes of these four screen fonts; and, if you have a 
LaserWriter Plus, you must install the LaserWriter Plus screen fonts. 


The LaserWriter screen fonts are the screen versions of the LaserWriter 
built-in fonts. When you print a document in one of these screen fonts, the 
LaserWriter prints the document using the publication-quality built-in font. 


If you own a LaserWriter or a LaserWriter Plus, you must use the Font/DA 
Mover version 3.0 or greater on the LaserWriter and Laser Writer Plus Fonts 
Disk to install the LaserWriter screen fonts. Replace earlier versions of the 
Font/DA Mover with this version. 


Besides the Font/DA Mover, the LaserWriter and LaserWriter Plus Fonts 
Disk contains the LaserWriter Fonts and LaserWriter Plus Fonts files. 
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File Edit View Special 
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Font/DA Mover Laser'writer Fonts 


The LaserWriter Fonts file contains Helvetica, Times, Courier, and Symbol. 
The LaserWriter Plus Fonts file contains Palatino, Avant Garde, Bookman, 
New Century Schoolbook, Zapf Chancery, Zapf Dingbats, and Helvetica 
Narrow. Each LaserWriter screen font family comes in sizes 10, 12, 14, 18, 
and 24 point. 


If you don’t have a LaserWriter Plus, you can still instal] the LaserWriter Plus 
screen fonts and print them on a LaserWriter or ImageWriter. The screen 
fonts will print just like Macintosh fonts, looking very much like they do on 
the screen. 
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Saving Disk 
Space With 
Scaled Fonts 


Installing LaserWriter Screen Fonts 


Fonts take up quite a bit of room on a disk—the Helvetica family needs 
about 24K. You can install a screen font in all its sizes if you have space on 
your disk. With single-sided 34-inch disks (used by Macintosh 128K, 512K, 
and XL), you may not be able to fit all the sizes of each screen font family on 
the disk. 


To save disk space, you can install one or two sizes of either LaserWriter or 
Macintosh fonts and still have all the other sizes of each font that an 
application supports. If an application gives you the choice of larger or 
smaller font sizes than those installed, the Macintosh scales the installed 
size to create other font sizes—this is called font scaling. A scaled screen font 
may not be as attractive on the screen as the installed size of the screen font. 
You can improve a scaled font’s appearance bv installing the font in two 
sizes, one smaller, the other larger, such as 10 and 18 point. 


Even if you install a complete LaserW’riter font family, an application may 
still let you work in sizes larger than 24 point orsmaller than 10 point. In this 
case, too, the Macintosh scales the installed fonts to create the other sizes on 
the screen. 


Remember, whether a LaserWriter screen font is scaled or not makes no 
difference to the LaserWriter. The LaserWriter substitutes its equivalent 
built-in font for the LaserWriter screen version, scaled or not. And the 

LaserWriter has a built-in equivalent to any size LaserWriter screen font. 


This is 12-point Helvetica as the LaserWriter prints it. 


This is 12-point Helvetica as you see it on the Macintosh 
screen. 
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2 | Installing Fonts 


The main thing to remember about screen fonts is that in order for a font to 
appear in an application’s Font menu, that font must be installed in the 
System file of the current startup disk. The Font/DA Mover lets you add to a 
System file from a font file or from another disk’s System file. You can also 
remove fonts with the Font/DA Mover. Adding and removing desk 
accessories works exactly like adding and removing fonts. See ‘Adding and 
Removing LaserWriter Screen Fonts”’ in Chapter 3. 


m@ Start the Macintosh with the LaserWriter-installed startup disk on 
which you want to install the LaserWriter screen fonts. 


@ insert the LaserWriter and LaserWriter Plus Fonts Disk in the disk drive 
and open the icon representing the disk. 


Select the icon and choose Open from the File menu, or just double-click 
the icon. 


m@ Open the font file you want on the LaserWriter and LaserWriter Plus 
Fonts Disk. 
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m@ Click the Open button below the list on the right to present the System 
file on the inserted disk. 


The list on the left shows you the fonts in the fonts file you opened. 


| @) Font 
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Whenever you click an Open button below a list, you see a dialog box with 
the font files and the System file on the disk named in the box. 


(@) f ort 


() Desk Accessory Movet 


Installing LascerWriter Screen Fonts 


' You may need to use the Drive button to switch to the startup disk. 


Generally, you use Eject or Drive in the dialog box to see the font files and 
System file of any inserted disk or hard disk. 


If you have a Hard Disk 20 or a Macintosh Plus, the dialog box works just like 
the Open dialog box explained in their respective manuals. You may have 
to open folders to see the files you want. You open a folder or file by 
selecting it and clicking Open, or just by double-clicking. You move 
through nested folders to the disk level by pressing on the directory name 
and dragging to the place you want. 


m@ Open the System file by selecting its name and then clicking Open, or by 
double-clicking its name. 


@ Font 
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When you open a System file (ora font file), the dialog box disappears and 
the file’s fonts are listed in the Font/DA Mover window. 
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@ From the list of LaserWriter fonts, select the fonts you want to add to the 
list of fonts in the System file and click Copy. 


(@) Font 
() Desk Accessory 
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Click to select a single font; hold down the Shift key while you click to select 
additional single fonts or to deselect a selected font; or drag througha group 
of fonts. 


When you selecta single font, its name, size, and the space it occupies on the 
disk are shown, as well as a sample of the font. When you select more than 
one font, only the total amount of disk space occupied by those fonts is 
shown. 


The Copy and Remove buttons become bold and ready to use when you 
select a font. 


Installing LaserWriter Screen Fonts 


When you click Copy, the fonts you selected from the font file are copied to 
the System file of the startup disk and are available whenever it’s the current 
startup disk. See Appendix D, “Current Startup Disk.” Ifa font with the same 
name as one you selected already exists in the opposite list, it will be 
replaced by the selected font. 


You can continue adding these fonts or other fonts to another startup disk by 
using the Close and Open buttons in the Font/DA Mover window to present 
an inserted disk’s System file and font files, and by using the Drive and Eject 
buttons in the Open dialog box to switch to other startup disks. You'll be 
asked to reinsert the current startup disk a couple of times. If you consider 
that an annoyance, restart the Macintosh with each startup disk on which 
you want to install fonts. 


The next time you want to add or remove fonts, see ‘“Adding and Removing 
LaserWriter Screen Fonts” in Chapter 3. 
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Printing With the Once you've installed the LaserWriter software on a startup disk, you're 
LaserWriter | ready to print. 


Start your Macintosh with the startup disk. The application you’re using 
should be on this current startup disk or on a disk without system files—a 
non-startup disk. 


m Choose Control Panel from the Apple menu and click AppleTalk 
Connected. 


First be sure the AppleTalk connection box is attached to the Printer port, 
and then click the AppleTalk option, Connected. 
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The Control Panel settings remain as you set them even when you restart the 
Macintosh with another startup disk. 


(RAM cache is a feature designed for the Macintosh Plus. Clicking it on has 
no effect on other Macintoshes. ) 


m Close the Control Panel by choosing Close from the File menu or 
clicking the close box. 
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w Choose Chooser from the Apple menu. 


The Chooser lets you select the LaserWriter you'll use to print and lets you 
change a printer type if you're using more than one type of printer. 


If you open the Chooser within an application, the Chooser reminds you to 
choose Page Setup and click OK. After you close the Chooser, do this to 
confirm the command whether or not you change any of its settings. 


The Chooser settings pertain to the current startup disk (except for 
Macintosh Plus owners; see your owner's guide). Ifthe Macintosh switches 
to another startup disk (making it the current one), reset the Chooser. See 
Appendix D, “Current Startup Disk,” for a discussion of when the Macintosh 
switches to another startup disk. 


@ Click the LaserWriter icon as the printer type. 


@ File Edit View Special | 
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The Chooser shows the icons representing each printer resource installed 
on the startup disk. If the AppleTalk option in the Control Panel is set 
Disconnected, the LaserWriter or AppleTalk ImageWriter icons appear 
dimmed. 
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With AppleTalk connected in the Control Panel and attached to the Printer 
port, the Chooser lists each LaserWriter on the network. This may take a few 
seconds. 


m@ Click the name of the LaserWriter, and type your name in the space after 
User Name. 


The Macintosh uses what you type here to identify your document in the 
status messages the Macintosh issues after you confirm the Print command. 
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See ‘Naming a LaserWriter” in Chapter 3 for how to name a LaserWriter. 


m Close the Chooser by choosing Close from the File menu or by clicking 
the close box. 


m If you haven’t opened a document, select a document to print from the 
Finder. 


You can select several documents to print from the Finder. The order of 
printing in the icon view moves from left to right, top to bottom. 


Printing With the LaserWriter 47 


@ If you’ve opened a document, confirm Page Setup from the File menu. 


Within an application, if you change printer types with the Chooser or the 
first time you print a document using the current startup disk, choose Page 
Setup and click OK, whether or not you change any of its options. If you do 
change options, they remain as you set them until you quit the application 

| and return to the Finder. 


See “More About Printing” in this chapter for an explanation of the Page 
Setup options. 


With some applications, if you don’t confirm Page Setup, part of the printed 
image may be reformatted or clipped off along the right side or across the 
bottom of the page. Clipping occurs because different printers (for 
example, the ImageWriter and the LaserWriter) have slightly different 
printable areas on the page. If you've changed printers by using the 
Chooser, but haven't told the application the new printable area by 
confirming Page Setup, the application sends the document to the printer 
with the old dimensions, and some text may appear clipped off. 


= Choose Print from the File menu, change the preset options if you wish, 
and click OK or press Return. 


See “More About Printing” in this chapter for an explanation of the Print 
options. 


When you click OK or press Return, the printer sends a message to you (and 
anyone on the network trying to print while your job is printing), identifying 
your job by the user name you typed in the Chooser and telling you the state 
of your printing job and the printer. 


If the status message indicates someone else is using the printer, the 
LaserWriter finishes that job and starts the next one. (The LaserWriter stores 
part of the next job as it finishes the first.) 


You can also check the LaserWriter's status lights on the front of the printer 
to tell if the printer is on, busy, out of paper, and so forth. See Appendix C, 
‘“LaserWriter's Status Lights, Sockets, and Switch,” for information on the 
LaserWriter’s status lights. 


If you have difficulty with any part of the printing procedure, see 
“Troubleshooting” in Chapter 4. 
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More About Printing 


To get the best results possible when you print with the LaserWriter, you 
need to use the built-in LaserWriter and LaserWriter Plus fonts, understand 
the various Page Setup and Print options, and use the correct paper or 
printing material. 


Once you've installed the LaserWriter screen fonts on a disk, the font names 
are included in the Font menu of any application that uses that disk. With 
almost all applications, when you print a document with text in these 
LaserWriter screen fonts, the LaserWriter substitutes the equivalent built-in 
fonts to give you publication-quality printed copy. For those few 
applications (such as MacPaint™) that can’t use the built-in printer fonts, 
the LaserWriter prints the screen version. 


You can print Macintosh fonts, such as Geneva or New York, on the 
LaserWriter (they take longer to print). And you can print LaserWriter fonts, 
such as Times and Helvetica, on the ImageWriter (but you won't get 
publication-quality results). For best results, use the fonts designed for the 
specific printer: LaserWriter fonts for the LaserWriter and the other 
Macintosh fonts for the ImageWriter. 


When the LaserWriter is selected in the Chooser and you choose Page Setup 
from the File menu, a dialog box appears with options for the LaserWriter. 
Clicking OK or pressing Return confirms the selected options. 
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Paper 

US Letter (8% by 11 inches) is the preset option. The other sizes are: US 
Legal (8 4% by 14 inches), A4 Letter (a standard European letter size, 8% by 
11% inches), and B5 Letter (a standard Japanese letter size, 74 by 10% 
inches). 


Reduce or Enlarge 

The Reduce or Enlarge option reduces or enlarges the print on a page by the 
amount you specify, just as this feature does on many copiers. The option is 
set at 100 percent (no enlargement or reduction). Simply type the number 
to specify a different percentage. (The LaserWriter chooses the closest 
percentage it can use to the amount you specify.) You can reduce print to 
25% and enlarge it to 400%. Enlarged type may not fit on the page, so plan 
on experimenting if you use this option. 


This is 12-point Helvetica at 150%. 


This is 12-point Helvetica at 100%. 


This is 12-point Helvetica at 50%. 


Orientation 

This option concerns the orientation of print on the page when the top of the 
page is defined as the end that enters the printer first. See “Inserting Paper 
for Manual Feed” in Chapter 3 for information about how to feed envelopes, 
letterhead, and so forth manually into the printer. 
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Printer Effects 


Font Substitution 
If the Font Substitution option is checked, the LaserWriter substitutes 
LaserWriter built-in fonts for Macintosh fonts: 


CO New York changes to Times. 
XO Geneva changes to Helvetica. 
O Monaco changes to Courier. 


2 Seattle, the font used in Multiplan®, changes to a modified version of 
Helvetica. 


If your document is ina Macintosh font such as Geneva and you uncheck 
Font Substitution by clicking it, the LaserWriter prints the Macintosh fonts. 
You'll have to be patient; the LaserWriter takes more time to print these 
fonts. 


Font Substitution produces copy with a lot of space between and within 
words. Font Substitution is useful when you want to work in a Macintosh 
screen font but prefer the speed of printing with LaserWriter fonts. Before 
you print your final document however, change your document to a 
LaserWriter font rather than use Font Substitution. 


smoothing 

The Smoothing option (preset On) is a fine-tuning feature that makes the 
text and graphics of some applications look better. Use it for all line graphics 
and Macintosh fonts (it speeds up printing, too). Smoothing doesn’t affect 
LaserWriter fonts at all. 


There are times when vou'll want to turn Smoothing off; for instance, when 
you're printing material created with a digitizer such as ThunderScan™. Try 
experimenting with the Smoothing option until you get the results you 
want. 
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The Print 
Options 


When the LaserWriter is selected in the Chooser and you choose Print from 
the File menu, a dialog box appears with options for the LaserWriter. 

Clicking OK or pressing Return sends the document to the printer. Clicking 
Help gives you information about manual printing and printing envelopes. 
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Copies 
The Copies option lets you specify how many copies of the document to 
print. The option is set at 1. 


Pages 

The All option, which is the preset option, prints all pages in the document, 
from first to last. The From/To option lets you specify a range of pages to 
print. Select the insertion point in the boxes and enter numbers for the first 
and last pages. 


Cover Page 

The Cover Page option lets you tell the LaserWriter to print a page that 
identifies the document. The cover page contains the user name typed in the 
Chooser, the name of the document if there is one, the date and time. The 
No setting species no cover page. The First and Last settings refer to when 
the cover page appears, as the first page before the document starts to print 
or as the last page after the document has printed. 


Paper Source 

The Paper Cassette option specifies automatic feed from the paper cassette 
inserted in the LaserWriter. The Manual Feed option requires that you feed 
the paper by hand at the printer. 
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About Paper 


The LaserWriter prints beautifully on most kinds of paper stock, including 
most color stocks and letterheads; it produces very good results on standard 
photocopy paper (16- to 20-pound paper stock.) 


To produce even clearer, sharper images, use a slightly heavier paper with a 
smoother surface than photocopier paper, such as Xerox 4024® Dual- 
Purpose 28 Ib. (Avoid very smooth or shiny paper.) 


Be sure that letterhead or three-hole-punched paper is loaded face down in 
the paper cassette with the letterhead at the clip-end of the tray. Keep the 
following in mind when printing on your letterhead: 


1 Temperature—Some letterheads use low-temperature dyes that vaporize 
and smear at the high temperature of the laser printing process (200 
degrees Celsius). Many of the letterheads that have a slick texture—sort 
of an iron-on decal look—use a heat bonding process called 
thermography for bonding the letterhead to the paper. Letterheads 
produced this way may come undone in the LaserWriter. 


2 Paper Texture—Highly textured paper, the kind that feels rough to the 
touch, may not print sharply enough. When you begin printing, try a few 
sheets and see how you like the quality of the print. 


CO Paper Finish—Very smooth or shiny surfaces don’t print well. Again, try a 
few sheets and see what happens. 


You can also use the LaserWriter to create transparencies for presentation on 
an overhead projector. Just put transparencies in the cassette tray instead of 
paper. Use a medium-weight transparency, such as that available from 3M or 
Folex. | 
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3: Using the LaserWriter 


Introduction 


This chapter provides step-by-step instructions for most tasks associated with 
using the LaserWriter. You don’t have to read the chapter topics in any 
particular order; each topic is independent of the others and includes cross- 
references where needed. 


Introduction 
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installing the LaserWriter Software 


on a Hard Disk 20 


The Hard Disk 20 requires a slightly different installation 
procedure than the one described in Chapter 2. 


Chapter 


a 


1. Start the Hard Disk 20 
and the Macintosh. 


If you have a Macintosh Plus, 
insert the Printer Installation 
Disk in the internal disk 
drive. Otherwise, use the 
Hard Disk 20 Startup disk as 
described in Hard Disk 20, 
the owner's guide. 


a: Using the LaserWriter 


2. If you used the Hard 
Disk 20 Startup disk, 
make the Printer 
Installation Disk the 
current startup disk. 


Open the Printer Installation 
Disk in the built-in disk drive, 
and hold down the Option 
key while you double-click 
the Installer. 


3. Follow the 
installation instructions 
in Chapter 2 until the 
installation is 
complete. 


If you have a Macintosh Plus, 
your work is complete when 
you've completed the 
installation. 


4. if you have a 
Macintosh 512K or XL, 
return to the Finder and 
restart the Macintosh. 


Use the Hard Disk 20 Startup 
disk. 


5. For Macintosh 512K 
and XL, move the 
LaserWriter printing 
resources to the 
System Folder. 


All LaserWriter printing files 
must be with the System file 
and Finder in the System 
Folder. Ifthe printing files 
aren't in the System Folder, 
the printers won't appear in 
the Chooser. 

The Macintosh Plus puts the 


printer files in the System 
Folder automatically. 


Installing the LaserWriter Sortware on a third Disk 20 


Printing With the Macintosh 512K, XL, and 
Macintosh Plus 


To print a document with the LaserWriter, you must have the 
Laser Writer printer software installed on the current startup disk. 
(See Appendix D, “Current Startup Disk.”’) The application and 
document can be on that disk as well, oron a disk with no system 
files at all. (See Chapter 2 for instructions on installing the 
LaserWriter.) You must also have the AppleTalk connection box 
attached to the Printer port on the back of the Macintosh. 


For information about loading paper, see “Loading the Paper 
Cassette” in “Unpacking and Setting Up” in Chapter 1. For 
information about the kinds of material the LaserWriter can print 
on, see “About Paper” in Chapter 2. 
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 @ File Edit View Special 


1. Choose Control 
Panel from the Apple 
menu and click 
AppleTalk Connected. 


If you've been switching 
between printers or other 
peripheral devices, first be 
sure the AppleTalk connector 
is actually attached to the 
Printer port, and then click 
the AppleTalk option 
Connected. 
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2. Choose Chooser 
from the Apple menu 
and select the 
LaserWriter icon as 
the printer type. 


The Chooser lists all the 
Laser Writers on the 
AppleTalk network by name. 


The LaserWriter icon will be 
dimmed if you haven't 
clicked the AppleTalk 
Connected option in the 
Control Panel. Clicking a 
dimmed icon presents a 
message explaining why it's 
dimmed. 


If you choose the Chooser 
within an application, the 
Chooser reminds you to 
choose Page Setup from the 
File menu. You'll do this after 
you close the Chooser. You 
don’t confirm Page Setup if 
you're printing a document 
from the Finder; Page Setup 
in the Finder only applies to 
Print Catalog and not toa 
document. 


' 3. Select the 4. Close the Chooser 5. If you’ve opened a 6. Choose Print from 


LaserWriter printer and, if you haven't document, choose the File menu and 
name and type your opened a document, Page Setup from the change the preset 
name in the space after select a document to File menu and change options if you wish. 
User Name. print from the Finder. the preset options if 

you wish. 
To name a printer, see Choose Close from the File Click OK or press Return 
“Naming a LaserWriter” in menu, or click the close box. | whether or not you 
this chapter. change any of its options. 


You can select several 
documents to print from the 
Finder. The order of printing 
in an icon view is left to right, 
top to bottom. 


See ‘Printing With the 
LaserWriter” in Chapter 2 
for more information. Also, 
see “More About Printing” 
in Chapter 2 for explanation 
of the Page Setup options. 


The Macintosh uses what you 
type after User Name to 
identify you in the status 
message that appears while 
your job is printing. 


If you have a Macintosh Plus, 
the User Name appears each 
time you open the Chooser 
regardless of the current 
startup disk. If you have a 
Macintosh 512K or XL, the 


User Name is tied to the 
current startup disk. 
LaserWriter v3.0 
Paper: @ US Letter O©OA4d Letter Reduce or 
OuSLegal OBS Letter Enlarge: 
Page Setup dialog box Orientation Printer Effects: 


i 


LaserWriter <Blue Moon> v3.0 
Copies: Pages: ©All OFrom:| — fro:| | 


Cover Page: @No OC First Page © Last Page 


Paper Source: @ Paper Cassette © Manual Feed 


Print dialog box 


L, and Macintosh Plus 
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7. Click OK or press 
Return. 


A message appears 
identifying your printing job 
and telling you the status of 
the job and the printer. 


You can also check the 
LaserWriter's status lights to 
see whether the printer is on, 
processing your document, 
out of paper, and so forth. See 
Appendix C, “LaserWriter 
Status Lights, Sockets, and 
Switch.” 


For complete information on 
the Print options, see “More 
About Printing” in Chapter 2. 
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Manual Printing 


When you want to print 
something on odd-size 
paper, such as an envelope, 
you feed the paper by hand 
after you've specified the 
proper setting in the Page 
Setup and Print commands in 
the File menu. 


1. Follow steps 1 
through 5 in “Printing 
With the Macintosh 
512K, XL, and 
Macintosh Plus” in this 
chapter. 


If you're printing envelopes, 
be sure to specify the 
sideways icon under 
Orientation in the Page Setup 
dialog box. 


Manual Printing 


2. Choose Print from 
the File menu and click 
Manual Feed and OK. 


Change other print options if 
you wish. 


The Help button provides a 
summary of the manual feed 
instructions. 


3. When the printer’s 
middie yellow light 
glows steadily, line up 
the paper on the right 
side of the manual feed 
guide. 


Wait tor a steadv middle 
yellow light, and insert the 
paper into the manual feed 
guide until it stops. After a 
couple of seconds, the 
middle vellow light turns off, 
and the LaserWriter draws the 
paper into the printer. 


If your document is several 
pages long, wait a couple of 
seconds until the middle 
yellow light is steady again, 
and insert the next sheet into 
the manual feed guide. You'll 
have about a minute and a 
half to go to the printer and 
insert it. If you take longer 
than 1% minutes, the printer 
cancels your job and returns 
to feeding paper 
automatically from the paper 
cassette. 


When your printing job is 
done, the middle yellow light 
goes off, the green one comes 
on, and the printer reverts to 
automatic feed using the 
paper cassette. 


Flip the page over and insert 
head first for double-sided 
printing 


03 


inserting Paper for 
Manual Feed 


When feeding paper 
manually, be sure to wait for 
the middle vellow light to 
come on steadily before you 
insert the paper into the 
manual feed guide. And be 
sure to insert the paper until 
you sense it stop. 


For more information about 
what kind of paper the 
LaserWriter prints on, see 
“About Paper”’ in Chapter 2. 


0-4 


To print on both sides of 
the paper 


m Print the first page and take 
it out of the output tray. 


= Flip the printed side face 
down with the top of the page 
entering the printer first. 


a Insert the page in the 
manual feed guide. 


See the illustration under 
“Manual Printing” in this 
chapter. 
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To print envelopes 


a Within the application, 
click the sideways icon under 
Orientation in the Page Setup 


~ dialog box. 


a Place the long, top edge of 
the envelope face up against 
the right side of the manual 
feed guide. 
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To print letterheads or 
three-hole-punched 


paper 


a Insert the letterhead page 
face up with the letterhead 
entering the printer first. 


OR 


a Insert a page of three-hole- 
punched paper with the side 
without holes against the 
manual feed guide. 


Changing Printers 


The Chooser desk accessory 
lets you switch to other 
printers. You must have the 
Chooser and the printer's 
printing resource on the 
current startup disk. Be sure 
the printer is attached to the 
Macintosh. 


1. Match the AppleTalk 
setting in the Control 
Panel to AppleTalk’s 
physical connection to 
the Printer port. 


First, physically connect 
AppleTalk to or disconnect it 
from the Macintosh’s Printer 
port and then make the 
AppleTalk setting in the 
Control Pane] match. 


Changing Printers 


2. Choose the Chooser 
from the Apple menu 
and click the icon of the 
printer type you want. 


You can change printers from 
the Finder or within an 
application. If you change 
printers from within an 
application, confirm Page 
Setup from the File menu 
before you choose Print. Just 
click OK whether or not you 
change its options. 


3. Depending on the 
printer type you’ve 
chosen, select the 
printer’s name or port. 


If you choose the 
ImageWriter icon, select the 
port to which the printer is 
attached. The Modem port 
appears preselected and the 
Printer port is dimmed if the 
AppleTalk Connected option 
is set inthe Control Panel. If 
AppleTalk is set 
Disconnected, you can select 
either port. 


If you've selected a 
LaserWriter or AppleTalk 
ImageWriter, click the 
printer's name that appears in 
the list. 

Clicking a dimmed name or 
icon presents a message 
explaining why it’s dimmed. 


Naming a 1. Switch off each 2. Switch on the first 3. Wait until the printer 
LaserWriter LaserWriter; insert the LaserWriter you want produces a test page; 
Printer installation to name. then type a new name 
Disk in the Macintosh in Namer. 
disk drive and open 
Namer. 
If you have more than one Network Citizenship: If After the LaserWriter 


Laser Writer on your network, 
you'll want to give each a 


you're changing the name of 
a printer, be sure to notify 


produces a test page, the 
name “LaserWriter’’ appears 


distinguishing name. When everyone on the network of selected in the list in the 

you name a LaserWriter, that the change. Once the name is Namer dialog box. Type a 

name and the name of any changed, everyone on the new name to replace the old 

other LaserWriter you can network must use the one and click Rename. 

communicate with are listed Chooser to select the new , , . 

in the Chooser desk nance: This name will now appear in 

accessory if the LaserWriter the Chooser desk seus’ 

aaa ee local and on the LaserWriter test 
page the printer produces 

If you don’t name each when you restart the printer. 


LaserWriter, the Macintosh 
distinguishes each one by 
adding a number 1 tothe 
second printer you switch on, 
a number 2 tothe next, and so 
forth. These names appear in 
the Chooser desk accessory 
when the LaserWriter icon is 
selected as the printer type. 


Switch on the next printer 
you want to name, wait until 
it produces the test page, 
select the name 
“LaserWriter”’ in the list, type 
its new name, and then click 
Rename. 


The Namer 
Select the type of device to rename 


New Name of Laserwriter 


[aaa 


Long Haul 
Blue Moon 
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Adding and 
Removing Printing 
Resources Froma 
Startup Disk 


For safety’s sake, always 
make a copy of any disk you 
plan to change. 


1. Start the Macintosh 
with the Printer 
installation Disk. 


2. Open the Installer 
and insert the disk you 
want to change. 


Use the Eject and Drive 
buttons to switch to other 
disks. 


The Help button gives vou a 


summiary of these installation 


procedures. 


Adding and Removing Printing Resources From a Startup Disk 


3. Select the printing 
resource you want to 
add or remove, and 
click Install or Remove. 


The message area at the 


- bottom of the Installer tells 


you how much room your 
addition leaves on the 
destination disk or, if there's 
not enough room on the disk, 
how much more room is 
needed, and how much disk 
space you'll have after 
removing a printing resource. 


You'll find added printing 
resource files in the same 
folder as the System file and 
Finder file. If you have a Hard 
Disk 20 but not a Macintosh 
Plus, you must move the 
printing resources into the 
System Folder. 


You can also remove a 
printing resource by 
dragging it tothe Trash. 

Be sure to drag any 
accompanying files, such as 
Laser Prep, to the Trash, too. 


OT 


Adding and Removing LaserWriter 
Screen Fonts 


You may want to change the font selection on a startup disk’s 
system file to.add the LaserWriter Plus screen fonts, to add 

Laser Writer screen fontstothe minimum set already installed, or 
to remove fonts you can do without, such as the Macintosh fonts 
Geneva and New York. 


When you're deciding which fonts to add or remove, remember 
that the Macintosh can take one font size—12 point, for 
instance—and enlarge or reduce it to create all the other sizes of 
that font. These “scaled” fonts may not be quite as attractive on 
the screen, but the feature allows you to save space on a startup 
disk. You can have more readable “scaled” screen fonts if you 
install two sizes of a font, such as 10 and 18 point. See “Saving 
Disk Space With Scaled Fonts” in Chapter 2 for more information 
about scaled fonts. 


And remember, the LaserWriter doesn’t use the LaserWriter 
screen fonts, scaled or not, to print a document; it substitutes its 
publication-quality, built-in fonts. 


You can add and remove desk accessories just as you do fonts. 
Simply click Desk Accessory when you open the Font/DA 
Mover, and then follow the instructions for adding and removing 
fonts. 


1. Start the Macintosh 
with a LaserWriter- 
installed startup disk. 


Or make an inserted startup 
disk the current one. See 
Appendix D,*Current Startup 
Disk." 


Mover 


i\besk Hecessoru 
yj 


Startup 
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2. Open a font file or the 
Font/DA Mover on the 
LaserWriter and 
LaserWriter Plus Fonts 
Disk. 


Select the icon and choose 
Open from the File menu, or 
just double-click the icon. 
Opening a font file opens the 
Font/DA Mover. 


If you open the Font/DA 
Mover, the list on the left 
includes all fonts in the 
System file on the current 
startup disk. If you open a 
font file, the list on the left 
shows you the fonts in that 
file. The list on the right is 


empty. 


3. Use the Open buttons 
to present adirectory of 
any other System file or 
font files on any 
inserted disk or hard 
disk. 


If necessary, first click Close 
to close the file whose 
contents are currently 
displayed. 


When you click an Open 
button, a dialog box appears 
with a list that contains the 
System file and any font files 
on the disk named in the 
dialog box. 


If you have a Hard Disk 20 or 
a Macintosh Plus, you're 
presented with the font files 
and folders of the directory 
named above the list. You can 
open folders and move 
through the hierarchy of 
folders just as you do in the 
Open command explained in 
Macintosh Plusor Hard 

Disk 20, the owner's guides, 
or see “Installing Fonts” in 
Chapter 2 fora summary of 
the procedure. 


4. Open the System file 
or font file you want by 
selecting its name and 
then clicking Open. 


When you open a System file 
or a font file, the dialog box 
disappears and the fonts are 
listed in the Font/DA Mover 
window. 


Rather than copying fonts toa 
System file or existing font 

file, you can create a new font 
file by clicking New, naming 
the file in the dialog box that 
appears, and clicking Create. 


5. From the list of fonts, 
select the fonts you 
want to add or remove. 


Click to select a single font; 
hold down the Shift key while 
you click additional single 
fonts; or drag through a group 
of fonts. Shift-click to 
deselect a selection. 


When you select a single font, 
itsname, size, and the space it 
occupies on the disk are 
shown, as well as a sample of 
the font. When you select 
more than one font, only the 
total amount of disk space 
occupied by the selected 
fonts is shown. 


The Copy and Remove 
buttons become bold and 
ready to use when you select 
a font. 


Times 10 


Times 12 
Times 14 
Times 18 
Times 24 


on LW Fonts 
192K free 


(@) Font 
© Desk Accessory 


Helvetica 18 
Helvetica 24 


LaserWriter Fonts 


Chicago 12 
Geneva 9 
Geneva 10 


Remove 


Geneva 12 
Geneva 14 
Geneva 18 
Geneva 24 


21802 bytes 
selected 
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Adding and Removing LaserWriter Screen) Fonts 


System 
on Startup 
69K free 


: Close 


6. Click Copy or 
Remove, then click 
Quit when you’re 
finished. 


Clicking Copy copies fonts to 
the opposite file, clicking 
Remove removes the fonts 
from the file they're in. Ifa 
font with the same name as 
one you selected already 
exists in the opposite list, it 
will be replaced by the 
selected font. 


If you remove all the fonts 
from a fonts file, the file itself 
will be gone the next time 
you click Open. 


9 


Moving a Document, Folder, or 1. If necessary, insert 2. If necessary, insert 


Application From One Disk to Another the disk you want to the disk that contains 
move something to, so what you want to move. 
its icon will be present. 

LaserWriter printer software and screen fonts can take a lot of If you're using a one-drive 

disk space, so you may need to move documents and system, eject the disk you're 

applications to another disk to create more room on a disk. moving to before you insert 


ea : the disk you're moving from. 
You can move a document, folder, or application to a different ) 6 


disk as long as the icon of the disk to which you're moving is on 
the Macintosh desktop. 


| 
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3. Select the icon or 
name for the 
document, folder, or 
application you want to 
move. 


You can drag or Shift-click to 
select more than one icon 
(or, in any text View, name) 
to copy. 


4. Drag the icon to the 
disk you want to move 
to. 


In any text view, drag a name 
by dragging the small icon to 
the right of the name. You can 
drag an icon to.an open or 
closed folder toa disk 
window, or toa disk icon, 
including a hollow icon. The 
disk you're copying to can be 
arranged by icon or by any 
other arrangement. 


The Macintosh copies the 
document or application to 
the other disk. If you're using 
a one-drive system, you may 
need to swap disks a tew 
times. 


You can also drag the files you 
don’t want to the Trash and 
choose Empty Trash from the 
Special menu. 


5. Drag the icon left 
behind on the original 
disk to the Trash and 
choose Empty Trash 
from the Special menu. 
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Taking Care of the 


| The LaserWriter is designed to print virtually trouble free, giving you clear, 
LaserWriter 


crisp printed copy. Regular maintenance involves no more than replacing the 
LaserWriter Toner Cartridge and cleaning pad (which comes in the box with 
each new cartridge) every 3,000 copies or so, and doing some minor cleaning. 


I) Replacing the 
LaserWriter 
Toner Cartridge 


The LaserWriter Toner Cartridge holds the toner—a plastic powder—that 
forms the images on your printed copy. The cartridge indicator that you see 
through the front of the cartridge door shows green for a new cartridge, 
becomes yellow when the cartridge is about half used up, and finally turns to 
red when the cartridge and cleaning pad are ready to be replaced. 


Approximate number of 
prints 


—— 
-_ 
—_ 
no 
—_ 
-_ 
- 
- 
- 
—_ 
—_ 
-_ 
- 
- 


1,700 prints 


2,000 prints (order a new 
toner cartridge) 


2,800 prints 


Pi LaserWriter Toner 
“ . e e 
i=. a Cartridge indicator 
a 


3,000 prints (replace the 
toner cartridge) 


The LaserWriter’s cartridge indicator actually reflects the number of prints the 
cartridge makes and not how much toner is used up. If you're printing many 
pages of graphic designs or text with large fonts, you'll use up toner faster 
because these pages take more toner to print than standard text. You may need 
to replace the cartridge even though the indicator isn’t red yet. 


When the image on your pages begins to appear too light or when thin vertical 
white lines appear in dark images, it’s time to change the cartridge. You can 
also try coaxing more prints out of the cartridge by removing it, gently rocking 
it back and forth, and reinserting it. 
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| @ Remove the new cartridge from its metallic bag, holding it by the handle. 


@ Hold the cartridge horizontally and slowly rock it 45 degrees back and 
forth about five times to distribute the toner. 


LaserWriter Toner Cartridge 


m@ Open the upper unit of the LaserWriter by pulling up on the release lever, 
and then pull the cartridge door open. 


Open the cartridge door 
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@ Pull out the old toner cartridge. 


Warning: Don’t hold the cartridge on end; the toner will spill out the bottom. 


Don'thold the cartridge on 
end 


gm Slide the new cartridge completely into the printer (the end with the 
small metal disk enters first) until you hear it click into place. 


Slide the cartridge into the 
printer 
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Hold the cartridge in place 


Flex the black tab until it 
breaks loose 
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@ Remove the sealing tape from the cartridge. 


Flex the black tab on the right side of the cartridge until it breaks loose. A 
transparent tape is attached to the tab. 
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Pull out the tab and the 
attached tape 


Pull the tab and the tape out until the tape is completely removed. 


If the tab and the tape come apart, take hold of the tape itself and pull it all 
the way out. 


Taking Care of the LaserWriter 


installing the New The cleaning pad that comes with the LaserWriter Toner Cartridge keeps the 
Cleaning Pad LaserWriter printing mechanisms clean during the printing process. 


m Open the green cover inside the main unit if it’s not open. 


Waring: If the LaserWriter has been on, the green cover may be hot, and the 
orange rollers will be very hot. 


@ Remove the old cleaning pad and insert a new one. 


Notice the cutaway on the top of the green cover where the green end of the 
cleaning pad fits. Take hold of the green end and slide it out. Slide a new one 
into the same groove. 


Remove the old and insert 
the new cleaning pad 


m Close the green cover. 
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After you've installed the cartridge and the cleaning pad, clean the transfer 
wire and transfer guide behind the green cover in the main unit. 


@ With the printer open, dip a cotton swab in isopropyl alcohol and gently 
wipe the transfer wire until there’s no residue on the cotton swab. 


The transfer wire is hard to see. It’s a very thin wire located under the 
almost-transparent crossed wires you see in the middle area inside the 
printer. Be gentle cleaning the wire; it’s rather fragile. 


The transfer wire 
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m= Dampen a cloth with water and wipe the transfer guide clean. 


The transfer guide is the brass-colored metal plate located behind the 
transfer wire. 


SR ES LR 


(ES 
[EEL 


The transfer guide 
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) Cleaning the Some parts of your LaserWriter need to be cleaned only occasionally, when the 
LaserWriter printed page shows stains. 
m@ Cleaning the LaserWriter toner cartridge wire. 
Do the following when you see fuzzy vertical lines on a printed page. 


1. With the printer open, pull open the cartridge door and pull out the 
cartridge. 


Warning: Don't hold the cartridge on end; the toner will spill out the bottom. 


Pull out the toner cartridge 
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| 2. Insert the green toner cartridge wire cleaner into the long slot on top of 

. the cartridge and slide it back and forth several times. (The cleaning tool 
slides along a black protective plastic cover inside the slot.) The wire 
cleaner is shipped with the LaserWriter (see “Unpacking and Setting Up’ 
in Chapter 1). 


? 


Slide the wire cleaner back 
and forth in the slot several 
times 


3. Put the cartridge back into the printer. 
@ Cleaning the rollers. 
Do the following when you see stains on the back of a printed page. 
1. Turn off the printer and let the rollers cool off. 
2. Open the printer cover and then open the green cover. 


Warning: If the LaserWriter has been on. the green cover may be hot, and the 
orange roller wil be very bot. 


3. Clean the black and orange rollers with a damp cloth and then dry the 
rollers. 
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) Replacing or When paper is not feeding properly or is actually jammed in the printer, you 
Cleaning the can usually solve the problem by replacing the separation belt—a small clear 
py > pr y fey 8 ine separa 
plastic strip located inside the printer on the left, behind the green cover. 


Separation Belt 


The separation belt is near 
the back of the printer 


The separation belt 


Follow the steps below and refer to the illustration to see how the separation 


belt should look when properly installed. If your final effort doesn’t look like 


the illustration, pages won't feed correctly through the printer. 


Taking Care of the LaserWriter 


m@ Replacing the separation belt. 


— 


. Remove the old separation belt by slipping the loop off the handles and 
sliding it out from under the roller. 


. Take the new separation belt and slip the top loop over the peg at the top. 
Be sure the indentation is on the right side. 


i) 


3. Pass the new separation belt over the first roller and under the second 
roller. 


4. Hook the bottom loop on the lower handle as shown below. 


A properly installed 
separation belt 


m@ Cleaning the separation belt. 


Ifa black line appears down the right side of your printed pages, you’ ll need 
to clean the separation belt. 


Remove the separation belt and use a cotton swab or soft tissue dipped in 
water (not alcohol) to clean it. Then reinstall it. 
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Troubleshooting 


I) The Chooser Isn't 
Present 


Most of the problems you'll have with the quality of printing on the LaserWriter 
can be solved by replacing the LaserWriter Toner Cartridge. And most of the 
problems you might encounter while printing a document can be avoided by 
observing the following guidelines: 


2 If you're using more than one disk, always print from a current startup disk 
that has the LaserWriter installed. The document's application can be on that 
disk or on a non-startup disk. See Appendix D, “Current Startup Disk,”’ for 
more information. 


O If you’re working with both the LaserWriter and the ImageWriter, be sure 
to install the latest ImageWriter printing resource on your startup disks. 
See “Adding and Removing Printing Resources From a Startup Disk”’ in 
Chapter 3. 


If the Chooser isn’t present in the Apple menu, your current startup disk 
doesn’t have the LaserWriter installed. 


If you're using two startup disks, one with current system software and one 
with earlier versions, the Macintosh may switch to the startup disk without the 
LaserWriter printer software, and you may not find the printing resources you 
expect in the menus—the Chooser desk accessory, the LaserWriter fonts, and 
the correct Page Setup and Print dialog boxes. The LaserWriter printing 
resource must be installed on the current startup disk. See Appendix D, 
“Current Startup Disk.” 


To check the current startup disk: 


© Open the disk in the top-right corner of the desktop. That icon always 
represents the current startup disk. 


2 Look for the LaserWriter and Laser Prep icons in the System Folder. If they’re 
not there, install the LaserWriter by using the Printer Installation Disk. See 
“Adding and Removing Printing Resources From a Startup Disk”’ in 
Chapter 3. 


Troubleshooting 


I) The Chooser 
Won't Open 


§) The LaserWriter 
icon isn’t Present 
in the Chooser 


1) The LaserWriter 
Icon Ils Dimmed in 
the Chooser 
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You automatically install the Chooser when you install a printing resource 
using the Installer on the Printer Installation Disk. If you’re a Macintosh Plus 
owner, you also install the Chooser when you update your startup disks to use 
with the Macintosh Plus. 


You can also move the document or application to a disk that does have the 
LaserWriter installed, but you must make this disk the current startup disk 
before trying to print. See “Moving a Document, Folder, or Application From 
One Disk to Another” in Chapter 3, and see Appendix D, “Current Startup 
Disk.” 


If you used the Font/DA Mover to put the Chooser on a startup disk, you may 
get an alert telling you the Chooser is not correctly installed. When you use the 
Installer to install a printer, the Chooser is automatically (and correctly) 
installed. 


0 If the LaserWriter icon isn’t present in the Chooser, you don't have the 
Laser Writer installed on the current startup disk. See “Installing LaserWriter 
Printer Software”’ in Chapter 2. 


2 If you have a Hard Disk 20 and the LaserWriter and Laser Prep files are not in 
the System Folder with the System file and Finder, drag the files to the folder 
that contains the System file and Finder. 


If the LaserWriter icon is dimmed in the Chooser, one of the following is the 
problem: 


0 The AppleTalk option is not connected in the Control Panel desk accessory. 


O The application you're using won't allow you to change the printer type. The 
application alerts you when you click on the icon. 


O The version of the LaserWriter printer files on the current startup disk is 
earlier than 3.0. The Chooser requires version 3.0 or later of the LaserWriter 
printer software. Update the disk using the Installer on the Printer 
Installation Disk. 


C AppleTalk software isn’t properly installed. Use the Installer and reinstall 
the LaserWriter; AppleTalk is automatically installed. 
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I) The LaserWriter 
isn’t Listed in the 
Chooser 


I) The LaserWriter 
Doesn’t Print the 
Test Page 


If you select the LaserWriter icon but no LaserWriters appear in the Chooser, 
then one of the following is the problem: 


2 The LaserWriter has been turned off. Check the green light and if it’s off, turn 
on the printer and wait for the test print to be printed. 


© The green test light on the back of the printer is on, indicating the electronics 
in the printer aren't working. Call your authorized Apple dealer. 


OC The mode switch on the back of the LaserWriter is not set at AppleTalk. 
Check the switch and set it to AppleTalk. See Appendix C, “LaserWriter’s 
Status Lights, Sockets, and Switch.” 


2 There’s a problem in the AppleTalk network somewhere between your 
Macintosh and the printer you want to use. See “Checking the AppleTalk 
Network” in this section for how to find problems in the network. 


If there’s more than one LaserWriter on the network, and if some are listed but 
not the one you want to use, follow the above checklist for the problem. 


If the LaserWriter doesn’t print the test page, one of the following may be the 
problem: 


0 The LaserWriter isn’t switched on. 


O The LaserWriter Toner Cartridge isn’t in the printer or you haven’t removed 
the sealing tape. 


CO The status lights indicate a problem such as paper jam or out of paper. 


C The green test light on the back of the printer is on, indicating a problem. See 
the next topic for an explanation of LaserW’riter status lights. 
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I) The LaserWriter 


90) 


Doesn't Printa 
Document 


Go through the entire procedure for printing (select the printer using the 
Chooser from the Apple menu, confirm the Print command from the File 
menu). If you still can’t print, check the Mactinosh status messages about the 
printer and check the LaserWriter itself. 


Check the Macintosh status messages 
The Macintosh alerts you to the status of the printer as in the following typical 
example. 


O User Name—tells whose job is currently printing. 
Cc) Job—tells you the name of the document the LaserWriter is printing. 


4 Status—tells you whether the LaserWriter is idle, processing the job, waiting 
in the middle of a job for more input, printing (paper in motion), or having a 
problem such as paper jamming or being out of paper. 


If you or someone on the AppleTalk network is using a version of the 
LaserWriter software different from everyone else’s, you'll see a message 
telling you to update your software. 


Use the Printer Installation Disk to update everyone on the network with the 
latest version of the printer software (see Chapter 2 for instructions). Then turn 
the printer on and off again before you print. 


Chapter -#: Maintenance and Troubleshooting 


Check the LaserWriter status lights 

2 No green light—The LaserWriter has no power or the toner cartridge isn’t 
installed in the printer. Check the power switch and the power connections; 
open the toner cartridge door and check the toner cartridge. See 
“Unpacking and Setting Up” in Chapter 1. 


2 Steady yellow light—The paper tray is empty or not installed. See 
“Unpacking and Setting Up” in Chapter 1. 


2 Steady red light—Paper is jammed in the printer. See “A Paper Jam” in this 
section for how to clear a paper jam. 


OC Test light—Look in the back of the printer below the 9-pin connector and 
see ifa green light, labeled Test, is on. If it is, the electronics in the printer 
aren't working. Call your authorized Apple dealer or your Apple 


salesperson. 


Green 


Off 


Flashing 
On 
On 
On 


Otf 
On 
On 


Yellow 


Otf 


Off 


Flashing 
On 


On 
Off 
Off 


Troubleshooung 


Red 


Off 


Off 
Off 
Off 
Off 
Ott 
On 
Off 


Test 


Off 


Otf 
@)ii 
Ott 
Off 
Ott 
Off 
On 


Means 


No power or no 
toner cartridge 


Warming up 
Ready 
Processing a job 
Manual feed 


Out of paper 
Paper Jam 
Electronic 
failure 


Action 


Check power 
cord, On/Off 
switch 

Wait 

Print 

Wait 

Insert paper in 
feed guide 
Add paper 

See page 95 
Call service; see 
page 136 


YI 


The switch should be set on 
AppleTalk 


Check the LaserWriter mode switch 
Be sure the mode switch is set to AppleTalk. 


AppleTalk 
Special 


00000 9600 
© © 20 


Test CE 


Check the LaserWriter Toner Cartridge 
Be sure the tab and attached tape have been pulled out of the toner cartridge. 
See “Taking Care of the LaserWriter” in this chapter. 


Have the LaserWriter print its test page 

Turn the LaserWriter off and on. If it doesn't produce a test page, call your 
authorized Apple dealer. If it does produce a test page, the problem may be 
with your document. Try again. If that doesn’t work, check the AppleTalk 
network. 
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I) Checking the 
AppleTalk 
Network 


If you or someone else on the network can’t find a LaserWriter in the Chooser 
after you’ve selected the LaserWriter icon as the printer type, something is 
usually wrong on the AppleTalk network between the Macintosh having the 
problem and the printer. 


2 Start with the Macintosh having the problem and check to see that the 
AppleTalk connection box is firmly attached to the Printer port on the back of 
the Macintosh. 


0 Making the Printer Installation Disk the current startup disk, check the 
Macintoshes on either side of you until you find the LaserWriter in the 
Chooser. 


2 The break in the AppleTalk network is between the computer that shows the 
LaserWriter in the Chooser and the computer that doesn’t show it. 


D Atthat point, check that the cables are connected to the connection boxes. If 
the connection is OK, replace the cables because they may be faulty. If that 
doesn’t work, replace the connection box. 


C If you can’t identify a particular workstation that has a connection problem, 
check the layout of the network. 


Acable shouldn’t be left unattached from a connection box. 


Troubleshooting 


Someone may have disconnected a cable and you may be on that part of the 
network no longer connected to the LaserWriter. 


The network shouldn't be connected in a loop. 


The first and last connection boxes on the network should have only one cable 
attached to each. 


OOO RRROORS DOO 
Fe we RS 


2 Check to see if someone’s printing on the ImageWriter with an old 
Image Writer printing resource. 


The network stops working correctly when someone inadvertently prints a 
document from a disk with an old ImageWriter printing resource installed and 
has the AppleTalk connection box attached to the Printer port. The old 
ImageWriter resource tells the Macintosh to send the document to the 

Image Writer through the Printer port—and it does just that even though the 
Printer port now belongs to AppleTalk and the LaserWriter. 
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Everyone on the network needs to wait until that Macintosh finishes spewing 
out every bit of the document through the Printer port; the network will start 
working again as soon as the document has gone through its unsuccessful 
“printing” process. 


Here are the icons for the different versions of the ImageWriter printing 
resource. 


New [mageWriter resource 


Image Writer 


LS 
& 
' — 
_— maz 
image Wr iter Imagewriter 


Old Image Writer resources 


Everyone on the network should use the Printer Installation Disk to update 
their startup disks with the most current printer software. 


™) APaper Jam 


Paper feeds through your LaserWriter along a direct, uncomplicated route, and 
there’s little opportunity for paper jams. However, if the paper jams in the 
printer, remove the jammed paper and then always check the separation belt 
inside the printer. If the belt is broken or improperly installed, paper won't 
feed properly through the printer. See ‘“Taking Care of the LaserWriter” in this 
chapter. 


The route from the The route from the 
paper cassette manual feed tray 
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If the red ‘‘paper jam” light on the LaserWriter comes on, look for jammed 
paper in the following areas: 


1) Open the cover and look for paper bebind the green cover or under the 
green cover. 


Remove any paper jammed under the cover by raising the cover and gently 
pulling the paper from behind the cover, toward the side of the printer. 


Warning: If the printer has been on, the green cover may be hot, and the orange 
rollers will be very bot. 


If the paper is in the area behind the green cover, carefully pull it out. 
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1) image Problems 


Troubleshooung 


2 If you don’t find paper jammed inside the printer, open the printer's rear 
door under the manual feed entrance and check there. Pull the paper out of 
this area and close the door. 


\ 


ZEB 


\ 


2 After you've freed the jammed paper, shut the LaserWriter’s top cover, or 
open and shut it if it isn’t open already. 


DO When the green light stops blinking, the LaserWriter will continue to print 
vour document, starting with the page that was printing when the paper jam 
occurred. 


When you have problems with the quality of the printing, try the following 
possible solutions in the order in which they’re presented. Where solutions 
involve cleaning, removing, or replacing of parts, see “Taking Care of the 
LaserWriter” in this chapter for complete instructions. Where the solution is to 
use the recommended paper, see “About Paper” in Chapter 2 for more 
information. 


Image Density 


Image is too light 
O Turn the print density dial, located on the back of the printer, one number 
higher. See “Powering Up” in “Unpacking and Setting Up” in Chapter 1. 


1 If the LaserWriter Toner Cartridge is new, run 100 to 200 copies of a printed 
page to break in the cartridge. 


FH If the LaserWriter Toner Cartridge indicator is red, replace the cartridge. 


CO Ifthe LaserWriter Toner Cartridge is OK, check to see if the black tab and 
sealing tape are still in the cartridge and remove them if they are. 


CO Use the recommended paper. 


Image is too dark 
© Turn the print density dial, located on the back of the printer, one number 
lower. 


Black image 
2 Replace the LaserWriter Toner Cartridge. 


Blank page 
2 Remove the sealing tape from the LaserWriter Toner Cartridge. 


Ci Replace the LaserWriter Toner Cartridge. 
Stains on Paper 


Stain along the right side of the paper 
2 Clean the separation belt or the area around the belt. 


2 Replace the LaserWriter Toner Cartridge. 


Stains on the back of the paper 
O Clean the area around the manual feed slot with a damp cloth, and then dry 
the area. 


O Clean around the area behind the green cover toward the back of the printer 
with a damp cloth, and then dry the area. 


™ Clean the printer rollers. 


C Clean the underside of the LaserWriter Toner Cartridge with a damp cloth, 
and then dry the area. 


CO Replace the cleaning pad. 
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Toner smears when rubbed 
2 Use the recommended paper. 


Lines Through the Print 


Dark vertical lines 
DF Replace the cleaning pad. 


2 Replace the LaserWriter Toner Cartridge. 


Sharp horizontal black lines 
2 Call your authorized Apple dealer. 


Fuzzy horizontal lines 
2 Replace the LaserWriter Toner Cartridge. 


Fuzzy vertical lines 
2 Clean the LaserWriter Toner Cartridge wire. 


2 Replace the LaserWriter Toner Cartridge. 


White horizontal lines (or other shapes) on black background 
2 Use the recommended paper. 


OF See if the paper is damp. If it is, replace it and check the humidity in your 
paper storage area. 


Thin vertical white lines or stripes 
2 Replace the LaserWriter Toner Cartridge. 


ZF If the LaserWriter Toner Cartridge indicator isn’t showing red, remove the 
cartridge, gently rock it back and forth, and reinsert the cartridge. (Shaking 
the cartridge may cause it to leak toner. If you notice smears on the prints, 
remove the cartridge, wipe it with a damp cloth, and then dry it.) 


2 Replace the cleaning pad. 
O Clean the transfer wire. 
Miscellaneous 


Paper excessively curled 
CO Use the recommended paper. 


Image is crooked on the page 
€ Use the recommended paper. 


Wavy or distorted image 
2 Call your authorized Apple dealer. 
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Introduction This chapter shows some of the great things you can do with a Macintosh 
application and a LaserWriter printer. We've used MacDraw from Apple, 
PageMaker from Aldus, and Excel and Chart from Microsoft®—all available 
from your Apple dealer—to create the following examples of the Macintosh 
and the LaserWriter at work. Along with each example are a few ideas about 
type and design to help you when you begin to experiment on your own. 
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A Presentation 


The LaserW’riter can help you 
make more effective and 
persuasive presentations. 
The LaserWrriter's high- 
resolution printing, large 
type sizes, ability to combine 
text and graphics, and ability 
to print directly on 
transparency material make 
it ideal for creating 


WATERMILL MANAGEMENT 
TRAINING 


Hospitality 
¢ Customer Relations 


e Stress Management 


presentation materials like 
the one on the right. 


Food Preparation 


¢ Kitchen Appenticeship 
¢ Bartending School 


Business 


Leave plenty of white space ¢ Budgeting/Accounting 


in your layout 


¢ Kitchen Management 


¢ Personnel Management 


w New w 
Watermill Manager 


One border ties the whole 

page together; avoid putting 

too many boxes within boxes 
Pictures reinforce the point, 


and help people remember 
what you say 


- 
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For materials to be projected 
ona screen, use 18-point 
type, or larger 


Notes 


A Presentation 


| In presentations toa live audience, drawings, charts, and diagrams catch 


people's attention more quickly and communicate your point more 
persuasively than words. Once you've defined your message, consider how to 
express it visually. 


3 Not too many pictures, though. A few sketches have a greater impact than a 
dozen elaborate diagrams crammed onto a single page. 


© With programs like MacPaint and MacDraw, you can create simple images 
that capture the essence of an idea. And you can cut other illustrations out of 
collections such as those of ClickArt, Mac the Knife, and Art Portfolio™. For 
instance, here’s a coffee cup put together in MacDraw. 


+S = <= 

Ie OS! 
aa 
+ 5S = S 
— 


CZ Always use an application's alignment tools (such as tabs, margins, and 
rulers) for best results with the LaserWriter. Because of the LaserWriter's 
high-resolution printing, something you've aligned by eye may look fine on 
the screen but crooked when printed. 


— When you're showing a series of transparencies projected against the far wall 
ofa room, less is more. Most audiences can digest about three main points— 
and under each main point, a few examples. 


2 Leave plenty of room around each point. That way, people can distinguish it, 
concentrate on it, and think about it without distraction. White space is not 
something to be conquered and filled; it is a friendly environment that sets 
off your message. 


Uppercase letters give weight to a brief headline, but they’re not a wise choice 
for longer messages. That's because it takes readers longer to recognize all 
uppercase words. An initial capital then lowercase speeds up understanding. 
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A Newsletter 


The LaserWriter can help you 
present a lot of information 
on a page in clear, readable 
form. In fact, the 
LaserWriter's typeset-quality 
Output can contain up to 40 
percent more information 
than a typed page produced 
on a daisywheel printer, a dot 
matrix printer, ora 
(ypewriter. 


L0G 


THE WATERMILL News 


The Monthly Newsletter of THE WATERMILL Restaurants, Inc. 


OCTOBER 20, 1935 


Grand Opening of New 
WATERMILL in Rolling 
Hills, West Virginia 


Rolling Hills, West Virginia 
will soon be the proud host 
toa new WATERMILL 
Restaurant, opening in 
March. A pnnt ad campaign 
offering a {ree coupon good 
for one glass of wine ora 
slice of our famous 
Chocolate Toffee Pie, will 
run for two weeks in local 
Newspapers prior to the 
opening. 


Take a valentine to 
lunch or dinner! 


sd 


Welcome to our new 
look! 


fter market testing in 35 
WATERMILL sites across 
the country, the new 
WATERMILL Restaurant 
logo (see above) was 
unanimously approved 

| yesterday by the Board of 

| Directors. It will be 

| implemented next quarter. 

| Watch your mail for phase- 

| out requirements and start 
planning your inventory 
levels now. Kudos to 
Kristee Kreitman of our 
design staff for the snappy 
new look! 


VOLUME XIll 


Sign up now for Spring 
courses in pastry 
making 


Recent customer surveys 
confirmed our guess that the 
demand for delicate French 
dessert pastries is increasing 
by leaps and bounds. In 
response to the demand, 
French chef Jean-Pierre 
Dubonnet will be teaching 


NUMBER 45 


Special Wine 
Discounts Now 
Available 


pastry courses in the regional 


sites during the month of 
Apni. All master chefs are 
encouraged to attend. 
Registration forms are 
available from Personnel. 


35 New Managers 
Complete WATERMILL 
Training Course 


il Training Division 
is pleased to announce the 
arrival of 35 new managers 
for the East Coast region. 
The sixteen men and 
nineteen women, ranging in 
age from 25 to 38, 
completed their coursework 
at Corporate Headquarters 
with flying colors-the best 
scores overall for an 
incoming class in the 
company's history. Please 


welcome them aboard! They 


will be honored with 
diplomas and full fanfare at 
the annual Spring Banquet. 


After successful contract 
Negotiations last month with 
Sutter Home, Stag's Leap, 
and Trefethen, a new per 
case discount with those 
California wineries will go 
into effect May 1, 1986. 
Wine stewards should look 
for a Special March mailing 
outlining the wines included 
in the discount program. 


THE WATERMILL 
Restaurants- 
Now celebrating 
25 Years of 


Fine Dining 


(See feature arucle, page 3) 


Publithed moathy by THE WATERMILL Pdlak:eg Group, Cambnige, MA 02142. Storyjideas and letters uhould be submited to L: 
Johnson and Duabets Yerza, Masageg Editon, THE WATERMILL Publishing Group, P.O Box 269, Carnbnige, MA 02142 


Use variations of only one or 


two fonts to make 
distinctions and add 
emphasis 
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Layout programs let you 
create rules to separate text. 


Notes 


A Newsletter 


The LaserWriter produces publication-quality output using fonts designed for 
both beauty and readability. You've started your font collection with a solid 
foundation: Helvetica, Times, Courier, and Symbol. Times is great for the body 
text of reports and newletters; Helvetica works particularly well for headlines, 
forms, and overhead presentations; Courier gives a typewritten look. The 
Symbol font offers a mathematical font for the scientific community. 


One major difference between fonts are the handles that extend beyond the 
end ofa stroke. These are known as serifs. Serifs tend to link one letter to the 
next, drawing us forward; the variations in the line keep the eye alert. Many 
contemporary fonts such as Helvetica end without serifs, and are known as 
sans serif fonts. These fonts seem to work best for short, large headings, and 
for small words and numbers, where serifs might make a blur out of the 
whole line. 


Serif Sans-serif 


Spacing, too, can be an important difference between fonts. For instance, to 
understand why using a font designed to be typeset (such as Helvetica) lets you 
put more text ona page, look at the difference between the spacing of these two 


fonts. 

Rolling Hills, West Virginia will Rolling Hills, West Virginia will 
soon be the proud host to a new soon be the proud host to a new 
WATERMILL Restaurant, opening WATERMILL Restaurant, opening 
in March. A print ad campaign, in March. A print ad campaign, 
offering a free coupon good for offering a free coupon good for 
one glass of wine or a slice of one glass of wine or a slice of 
our famous Chocolate Toffee our famous Chocolate Toffee 
Pie, will run for two weeks in Pie, will run for two weeks in 
local newspapers prior to the local newspapers prior to the 
opening. opening. 


The first, Courier, looks typewritten. The second, Times, looks typeset. The 
significant difference is in the spacing between letters. Courier is monospaced 
(every character and space is the same width). Times is proportionally spaced 
(the space given to each character varies according to the width of the 
characters), so itcan condense much more text into a given area. 


A Report 


With the Macintosh you can 
combine text, charts, and 
images to produce a single 
page with more information 
than you could squeeze into 
several pages of text. And 
with the LaserWriter you can 
produce publication-quality 
output much faster than if 


you had hired a design team, 


and paid for someone to lay 
out type. 


Vertical rules help separate 
information 


Business software such as 
Microsoft® Chart lets you 
turn totals into visual forms, 
such as bar charts 


The Watermill Financial Group 
ee ee 


To: Executive Staff 
From: Jonathan Price 
Subject: 1986 Year in Review 


Here is the summary of the 1986 numbers. A detailed analysis is attached. 
Please return your comments as soon as possible. 


a3 dun | Dec-31_ 
2 [TOTAL RESTAURANT SALES Sirs 500 [$125 700 $19987031 $183,660 
| 3 |COSTS AND EXPENSES ee Ee raed 

61.460 | $65,035 | $71,994 |___ $76,140 


$32,722 | $36,400 sabia [2800 $42,890 
$226] $185 | 


904 499,661 | $2.21 | grr9,26 | 

[# lnsame before Federal Taxes ——{"so.ser | gag. [ sezcna | sas 

[9 {Provision for Federal Income Taxes | $10.374| $12,003|__—$13.902|__$16,976 | 

1O_INET INCOME S085 | $12,126 F819. 100 | $17,558 
| $1207 $1.31 | 


[11 JNET INCOME PER SHARE 
[12 [CASH DIVIDENDS —g0.20] $0.20| $0.20" 


Oilars in thousands, except per share amounis.) 


[Net Income: 
in milions 
$18,000 — 
$16,000 - 
$14,000 


June September December 


*Note 1. Six restaurants owned by others, Including certain directors and officarg of the Company, 
ara managed by the Company under contracts entered into In fiscal year 1972. [As consideralion 
for managing the restaurants, the Company receives 35% of the restaurants’ net operating 

income as defined in tha agreements. The Company compensates the restaurant managers out 
of ils managers fees. 


The clean lines of a sans serif 
font like Helvetica make 
numbers easier to read, 
particularly when they’re 
small 
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Notes 


A Report 


People tend to turn to graphs for a quick grasp of the Key facts. Be sure that your 
graphs focus on vital information, leaving supporting facts in the background. 


2 Atable, particularly one with vertical rules, helps sort our your figures, while 
the graph repeats the essential point, in visual form. 


3 By taking totals from your spreadsheet, business graphics software lets you 
create a wide range of charts and graphs, in which you can use textures, 
shading, and scale to demonstrate the main movement of the figures. 


Be sure to use the Macintosh’s punctuation characters found in the Key Caps 
desk accessory. You can use the keyboard equivalents listed below to insert 
these characters into your text. You can print these characters with the 
LaserWriter or ImageWriter. See Appendix E for information about Key Caps. 


Punctuation Macintosh Keyboard Equivalents 
Bullets Option-8 

¢ Rock 

° Roll 

Minus Sign Option-Dash 

2-3+4=3 

Em Dashes Option-Shift-Hyphen 
This—not that 

Inverted Commas Option-] and Option-Shift-} 
Go ‘Niners’! 

Opening and Closing Quotes Option-[ and Option-Shift-{ 
“Stop!” cried Hal. 

Ellipsis Option-; 

And so it goes... 

Copyright© Option-g 

Registered trademark® Option-r 
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A Form 


You can make office forms 
that suit your special needs by 
designing them in-house and 
producing the master on the 
LaserWriter. The 
LaserWriter’s publication- 
quality fonts let you pack a lot 
of information onto a page. 


UT 


SRR 


Qty Uni Price 


Closde Bois | | 


Duckhom 


St. Clement 
Trefethen 


Stag's Leap 
Vichon 


Jordan 

Martini 

Martini 1/2 

Pacheco 

Stonegate 

William Hill 
Total 


The LaserWriter can print 


your forms upright (like a 3 
business letter) or sideways E 
spread out horizontally on 3 |, 
(spread ¢ Ela LL LLL Jo 
the page) = = a 
7 c|x< : ele = y, E 
=| [s|s/2/2/s 2] 21 s}e) cle & 
Bl] SlolG| 2] =] Ss} 3] 8] S| e/5 
; a| 7 >} > o I] 5/=| | 2 Cls 
Adding an icon can make a s\S/Si5| /¥l ssl eléleé 3 


category clear ata glance 


WINE REQUISITION/PRICE LIST 


& 
w fa 
uj ae 
Fe | im Lo 
: ‘Ja ILO 
a os [9 
= Ee 
< at 
@ oO] uu = 
cy fa a c|/= a NE] Blo] & 
<|< = wl ola] ° Of —] —] €]/ Bilal > 
| | &| ©) E/ bl] =| 2] s/o] Ellsl e 
at " Slelol sl £|Slsl sl/l sil2i Sis 
4 | S 3 
=| O/O;W/O Gl E/x</ vial aljolal s 
s = 


Separating material into People find it easer to check 
specific areas makes iteasier | something off than to write it 
for people to find their way in 

through your form 
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Notes 


When you design a form, group the individual questions or topics into several 
meaningful categories, then set those categories apart visually so that people 
' can quickly figure out what to fill in and where. 


C Rules (lines) and boxes help set apart categories—and visual icons make 
them even more distinct. 


x 


2 Include atitle for each grouping. The title should probably be in a differenct 
weight or size from the text of the individual entries. 


In type, size is measured in points. 72 points make up a font one inch high, 
measured from the lowest descender (the hanging part ofa lowercase 7) tothe 
highest ascender (the top line of an uppercase 7’). 


“i Type 72pt. 


© We usually distinguish importance by size, so experiment with larger sizes 
for your main titles and labels. 


C Regular text, being less important than the title, reads well at smaller sizes. 
The same size in different fonts may look larger, wider, darker, or more 
ornate. 


Times 9 pt. 
Times 10 pt. 
Times 12 pt. 


Times 14 pt. 
Times 18 pt. 


Times 24 pt. 


Times 46 pt. 
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A Mailer 


With Macintosh applications 
such as MacPaint or 
MacDraw, you can develop 
your ideas, experiment with 
design, and perfect the layout 
of mailers like the one shown 
here. The LaserWriter turns 
vour work into camera-ready 
copy that can go directlv to 
instant printing, Or toa more 
sophisticated printing 
process. 


Using a different stvle of the 
same font—Times in italic— 
createsa varied yet consistent 
look 


m bd @ 
THE WATERMILL 


BRESTAURANT 8& 


= 


fe, |GRAND OPENING 


This Coupon entitles you to one free glass 
of wine or one slice of Chocolate Toffee Pie 


(om) COUPON 


RY 
® RESTAURANTS 
_— 


ANNOUNCING THE OPENING OF 
THE WATERMILL RESTAURANT 
AT 101 SAVOY AVE. 


SO Og ew nS rer nn rere pe etal eg ere enV) po 
ae : eee ) i ein ey Iti es 


Cut Here 


@ 
Our Newest 


Watermill] Restaurant 
is located at 101 Savoy Ave. 


The Watermill Restaurant is located 
between Olmstead St. and Taylor St. 
on Savoy Ave. Plenty of Free Parking. 
Open |1lam-1!1pm Mon. thru Sat. 


First Class Mail 


GRAND O-P-EN-TNG 


Centering both text and 
graphics keeps all elements 
of the mailer consistent 
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Notes Any kind of advertising, such as the mailer on the left, a display ad or a 
newspaper, or a full-page ad in a magazine, needs strong graphics to catch the 
eye, aclear division into parts so readers know where they are, anda consistent 
approach (one or two fonts, no more) to tie the whole thing together. 


0 The big news onthe mailer is the grand opening —announced in bold letters 
; across the front of the address section; the next most important item is the 
“GRAND OPENING coupon, with its images of what you can get; and the least important item is 
the map (unless you're lost). Notice how the type declines in size from the 
most to the least significant message. 


1 Changing the weight, size, and style of type within a word or pbrase calls 
attention and adds interest. 


Eon (GRAND 
OPENING 


1 Of course, because the Macintosh comes with a wide variety of fonts, font 
styles, and sizes, it’s easy to get carried away with all the possibilities. But a 
cluttered design may distract readers from your message. 


elebrate ! 


Our Newest Watermill Restaurant 
is located at /O/ Savoy Ave. 


2 Generally, try not to use more than two fonts on a page. Use type styles 
sparingly, too. 


A Mailer l13 


Other Fonts When comparing one font with another, take a passage that requires boldface, 


The LaserWriter Plus Kit plain text, and italics, all from the same typeface. Watch how the different styles 


brings you some of the finest fit together—or fall apart—as you set the passage in different typefaces. 
fonts used in publishing. 


Each font establishes its own mood, implies something about you and your 
tone. As you experiment with each font, you'll probably notice how your 
favorite magazines and books use these fonts, and how they affect your 
evaluation of what you read. 


Belaatemeress | TC AVANT GARDE 


This perfectly geometric face has a clean, modern 
look to if that works particularly well in big, bold 
headlines. Avant Garde is well-suited to ad and 
presentation headlines. 


At the corner of 

Green & Seventh. 
Serving the finest nouvelle ITC BOOKMAN 
cuisine nightly from 5 to 11. 


Bookman's full, round shape makes it an 
easy-to-read, informal text face. Try using 
Bookman for the text, Avant Garde for the 
headlines, and you've got a great-looking 
combination for brochures and flyers. 


HELVETICA NARROW 


Every retailer's dream is to update price lists and catalogs as needed, 
without the expense of pasteup and typesetting and the risk of 
introducing typographical errors. Use Helvetica Narrow to pack lots 
of information in minimal space; the LaserWriter lets you change as 
often as necessary! 


JANUARY PRICE LIST 
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1 Installation 
‘) Procedures 


You are cordially 
invited... 


NEW CENTURY SCHOOLBOOK 


As its name suggests, this typeface has long been used 
in school textbooks. One of the workhorses of type, this 
readable face is perfect for any publication with lots of 
copy—newsletters, manuals, reports, internal memos. 


PALATINO 

This simple, elegant typeface with chiseled edges is 
reminiscent of the work of ancient stonecutters. 

Palatino lends a certain solid dignity to any formal 
publication—books, executive reports, formal proposals. 


ITC ZAPF CHANCERY 

Need an invitation to a fund-raiser? An elegant way to say thank you 
to the Board of Directors? ITC Zapf Chancery gives you an in-house 
calligrapher. The perfect typeface for any work that requires a 
hand-lettered look, — invitations, menus, agendas, bulletins. 


ITC ZAPF DINGBATS 

A delightful collection of starbursts, bullets, boxes, and 
other fancy stuff, ITC Zapf Dingbats will be sprinkled 
throughout brochures, in-house memoranda, technical 
documentation—wherever emphasis is needed. 


GARY KEGOKATXY OOF SEKOPORIOOLA 


Other Fonts 15 


Suggested Listed below are a few books and a magazine that may be of interest to you: 


Readin 
g 2 Communication Arts Magazine, Richard Coyne, ed. Palo Alto, Calif. 


2 Ernst, Sandra B. The ABC’s of Typography: A Practical Guide to the Art and 
Science of Typograpby. New York: Art Direction Book Company, 1977. 


0 Gates, David. Type. New York: Watson-Guptill Publications, 1973. 


0 Kleper, Michael L. The IMustrated Dictionary of Typographic 
Communications. Rochester, N.Y.: Technical and Education Center of the 
Graphic Arts, Rochester Institute of Technology, in cooperation with 
Graphic Dimensions in Pittsford, N.Y., 1983. 


2 Ruder, Emil. Typography. Visual Communications Books, Hastings House 
Publishers, 1981. 
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Appendix A: How the LaserWriter Works 


The LaserWriter works with laser light, electrical charges, anda plastic powder 
called toner. 


When you send a document to the LaserWriter, the Macintosh sends a 
description of each page to the printer over AppleTalk. The LaserWriter uses 
this description to build a picture of the page in its massive memory. 


The description is in a language called PostScript, a new industry standard for 
describing pages. The LaserWriter has a built-in computer that understands 
PostScript and converts the PostScript description into a bit image from which 
it prints. (If you're interested in using PostScript to program the printer, see 
“About This Manual” to order programming information.) 


LaserWriter takes this bit image of the page and transfers it to a light-sensitive 

drum. The drum holds a positive electrical charge when it’s rotated. The laser 
light scans the rotating drum, drawing the picture in its memory on the drum 

by “neutralizing” the spot where black should be, leaving the surrounding area 
positively charged where white should be. 


The toner is a positively charged powder. When the drum rolls through the 
toner powder, the positive toner avoids the positive surface of the drum, but 
sticks to the zero-charged dots. Those toner-filled dots or groupings of dots 
make up a picture of a page of your document. 


The LaserWriter transfers the picture from the drum to paper using those same 
principles of attraction and repulsion that caused the dots to fill with toner. As 
the paper enters the printer, the LaserWriter gives the paper a negative charge. 
Opposites attract: The toner is positive and the paper is negative. When the 
paper passes over the drum, the dots stick to the paper. Then the paper 

passes between two heated rollers, which fuse the dots onto the paper at about 
200 degrees Celsius, and your perfectly printed document appears in the 
output tray. 


Once the LaserWriter has stored the images in its memory, this process clips 
along at a rate of about eight pages per minute. The crispness and near-typeset 
quality of the print is due to the precision of the laser light: it forms 300 tiny, 
precise dots per inch—that’s 6.8 million dots per page. 
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Appendix B Marking Engine 
Canon LBP-CX laser-xerographic engine. 


LaserWriter 

Specifications and __| Controller 

Ordering Controller hardware contains 12 MHz 68000, 4% Mbyte ROM, 14 Mbyte RAM, 
Information and AppleTalk and RS-232C interfaces. 


Print Quality 
All text and graphics are printed at 300 dots per inch. 


Built-in Fonts 

Times, Times Bold, Times Italic, Times Bold Italic; Helvetica, Helvetica Bold, 
Helvetica Oblique, Helvetica Bold Oblique; Courier, Courier Bold, Courier 
Oblique, Courier Bold Oblique; Palatino, Palatino Italic, Palatino Bold, 
Palatino Bold Italic; ITC Avant Garde Gothic Book, ITC Avant Garde Gothic 
Book Oblique, ITC Avant Garde Gothic Demi, ITC Avant Garde Gothic Demi 
Oblique; ITC Bookman Light, ITC Bookman Light Italic, ITC Bookman 
Demi, ITC Bookman Demi Oblique; Helvetica Narrow, Helvetica Narrow 
Oblique, Helvetica Narrow Bold, Helvetica Narrow Bold Oblique; ITC Zapf 
Chancery Medium Italic; ITC Zapf Dingbats; New Century Schoolbook, New 
Century Schoolbook Italic, New Century Schoolbook Bold, New Century 
Schoolbook Bold Italic. 


Underline, Shadow, and Hollow styles for the above fonts can also be 
generated. Supports full international character sets and all Macintosh fonts as 
downloaded bit maps. 


Built-in Font Sizes 
Full range of sizes from 4 point up. Limited at the low end by the resolution of 
the printer and at the high end by the size of the paper. 


Speed 
Fight pages per minute maximum throughout. Actual performance depends 
on the specific application. 


Interface 
AppleTalk and RS-232C. 


Printing Protocols Supported 
PostScript and a subset of Diablo® 630 command set. 


Recommended Duty Cycle 
Up to 4,000 pages per month. 


Printing Material Feed 
Automatic from paper input cassette. Manual single-sheet feed. 


120 Appendixes 


| 


—_——_— SSS SS SSS SSS 


Printing Materials 

Best results with 16-20 lb, single-sheet photocopy bond. Can use most 
letterhead and colored stock from 8-34 lb. Can also use standard medium- 
weight overhead transparency material. Envelopes and labels supported via 
manual feed. 


Printing Material Sizes and Capacity 
Supports Letter, Legal, A4, and B5 sizes. Input cassette holds 100 sheets; 
output tray holds 20 sheets. 


Maximum Printable Surface 
Letter: The imageable area is 8.0 by 10.92 inches, centered onan 8.5 by 11 inch 


page. 
Legal: The imageable area is 6.75 by 13.0 inches, centered onan 8.5 by 14 inch 
page. 

B5: The imageable area is 7.69 by 10.16 inches, centered on an 8.5 by 11.66 
inch page. 


A4: The imageable area is 7.41 by 10.86 inches, centered on an 8.25 by 11.66 
inch page. 


Voltage Consumption (maximum): 
15% more than the rated voltage of your LaserWriter (found on the label on the 
back of the LaserWriter). 


Dimensions 

Width 18.5 inches 
Depth (body only) — 16.2 inches 
Depth (withtrays) 28.2 inches 


Height 11.5 inches 

Weight 77 Ibs. 

Power 

US Model 115 VAC (+ 10 percent) 60 Hz 


European Model 220 VAC (+ 10 percent) 50 Hz or 
240 VAC (+ 10 percent) 50 Hz 


Safety and Environmental Compliance 
UL 660F listed 

CSA LR49439 certified 

FCC Class B 

BRH certified Class I laser product 
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I Ordering 
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information 


Order Number 


M0156 


M0156Z 


M0191 
M0180 
M0160 
M0181 
M0182 
M0183 
M0184 


M2110 
M2010 


M2052 


M2112 
M2012 


M2114 
M2014 


M2022 
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Part 


LaserW'riter (110V) 

LaserW'riter (220V) 

LaserWriter Plus Kit 

LaserWriter Toner Cartridge 
LaserWriter + Toner Cartridge 
LaserWriter Letter-Size Paper Cassette 
LaserW’riter Legal-Size Paper Cassette 
LaserW'riter A4+-Size Paper Cassette 
LaserWriter B5-Size Paper Cassette 


AppleTalk Connector Kit (DB-9) Master-Pack 
AppleTalk Connector Kit (DB-9), single 


AppleTalk System Connector Kit, single 


AppleTalk XL Connector Kit (DB-25) Master-Pack 
AppleTalk XL Connector Kit (DB-25), single 


AppleTalk Cable Kit Master-Pack 
AppleTalk Cable Kit, single 


AppleTalk Custom Wiring Kit 


Appendix C 
LaserWriter’s 
Status Lights, 


Sockets, and 
Switch 


The green light 
The yellow light 


The red light 


Status Lights 
The LaserWriter’s status lights on the front of the printer give you the following 
information about the state of the printer. 


O LA wW 


- Flashing green light—The LaserWrriter is warming up. 
2 Steady green light—The LaserWriter is warmed up and ready to print. 


C Single flashing yellow light—The LaserWriter is busy processing a job to be 
printed. 


1 Steady yellow light—The paper cassette is empty or not installed, or the 
LaserWrriter is set for manual feed. 


CO Steady red light—Paper is jammed in the printer. 


© Green test light (on the back of the printer)—The electronics in the printer 
aren’t working. 


Sockets 
The LaserWriter has two sockets at the back, a 9-pin and a 25-pin socket. 


C The 9-pin socket is an RS-422 serial port to which you attach the AppleTalk 
connection box. 


0 The 25-pin socket isan RS-232 serial port; you use it to connectan IBM PC or 
any other device that uses an RS-232 serial port. 
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Pin Assignments 
The signal pin assignments for the 9-pin (RS-422) connector are: 


Signal ground 

Transmit data + 
Transmit data — 
Receive data + 
Receive data = 


‘Oo CO VI SS Ovo 


This pin assignment is compatible with the Macintosh; therefore, it’s possible 
to connect a LaserWriter directly to a Macintosh using an Apple Modem cable 
and to communicate with it using MacTerminal. 


The signal pin assignments for the 25-pin (RS-232) connector are: 


2 Transmit data 
3, Receive data 
4 Request to send (optional; needed only if host requires it) 


7 Signal ground 20 Data Terminal Ready (optional; needed only if host 
requires it) 


The other signals are not used. Technically, the LaserWriter has a ““DTE” type 
of RS-232 interface. This means it can be connected directly toa host computer 
or a modem, with no signal reversals required. Connecting to a terminal 
requires interposing a modem eleminator (null modem) cable, which at a 
minimum involves reversing the transmit data and receive data signals. 


The Mode Switch 

The mode switch is preset at the AppleTalk position. As long as you use the 
AppleTalk connector attached to the 9-pin socket, you won't change this 
switch. The other positions are used as follows: 


2 Special—1) makes the printer emulate a Diablo 630 printer when a device is 
connected to the 25-pin socket; 2) sends PostScript, the LaserWriter’s 
programming language, back and forth between MacTerminal™ and the 
LaserWriter 


1 9600 or 1200—preset baud rates for RS-232/422 communication with 
either the 9-pin or 25-pin serial connector 


Inside LaserWriter, a set of materials published by Apple Computer, Inc., 
contains information about programming with PostScript and other technical 
information about the LaserWriter. See “About This Manual” for ordering 
information. 
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Appendix D 


Current Startup 
Disk 


1206 


A startup disk isa disk with system files that must include the System and Finder 
files. (See Macintosh or Macintosh Plus, your owner's guide, for how to create 
a startup disk.) The current startup disk is the startup disk whose system files 
the Macintosh is currently using. The current startup disk contains the printing 
resources and fonts (in the System file) available to an application. Unless 
you're using a Hard Disk 20, the current startup disk changes if you work with 
multiple startup disks. Read the following to understand how the Macintosh 
determines the current startup disk so you can change it when you want the 
resources on another one. 


When you start or restart the Macintosh, the Macintosh looks for a startup disk 
in its built-in disk drive. If the Macintosh doesn’t find a startup disk there, it 
looks for a startup disk in attached devices in this order: an external 3'4-inch 
drive, a Hard Disk 20 (starting with the one attached to the Macintosh, if there’s 
more than one), a disk device attached to the SCSI port of the Macintosh Plus. 


_ If you owna Hard Disk 20 and use the Hard Disk 20 Startup disk (you haven't 


upgraded your Macintosh toa Macintosh Plus), the Hard Disk 20 starts as the 
current startup disk. 


The Macintosh switches to a different startup disk when you do one of the 
following: 


O Open an application on another startup disk. 


© Open a document that’s started by an application on another startup disk. 
The Macintosh switches to the startup disk containing the application it’s 
starting, no matter where the document is located. 


2 Hold down the Option key while you open an application on another startup 
disk. 


0 Hold down the Option and Command keys while you double-click the 
Finder icon on another startup disk. 


You're asked if you want to rebuild the desktop; click OK. 


Once the Hard Disk 20 becomes the current startup disk on any Macintosh, the 
startup disk remains current. You can force the Macintosh to switch to another 
startup disk only by using the third or fourth method described above. 
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Appendix E 


Keyboard 
Equivalents for the 
Symbol Font and 
Zapt Dingbats Font 


The keyboards shown below are Macintosh Plus keyboards. On the 
Macintosh 512K or Macintosh XL the Backslash key (\) is the key to the upper 
right of the Return key, but it produces the same character. Otherwise, the 
character keys are in the same position as shown. 


Symbol Font 
To type a character from the Symbol font, you use the following combination of 
Macintosh keys: 


| @ + $ Of, Rg 8 ++ Backspace 
1 2 3: 94: 5 a7 = - 
Shift Zz X G M <= > ? Shift ¢ 
| ; 7 ‘ Vest hav 
Option Wf 3 | — J—- J} 
\ 
White = The label of the key on the keyboard 


Black = Character produced when you type the key 
Red = Character produced by holding down the Shift key while you type the key 


{ ' '@) % g A + Backspace 
ye) G2 4 oe 7 £8 = | 
ceases see ase 
ee eel Mecha dete Pelee 
Shift «Tz X c Wy | M < > ? « Bf Shift 4 

e if ; + { 
, ha | \ 
White = The label of the key on the keyboard 
Black = Character produced by holding down the Option key while you type the key 


Red = Character produced by holding down the Option key and the Shift key while you 
type the key 
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Zapf Dingbats Font 
To type a character from the Zapf Dingbats font, you use the following 
combination of Macintosh keys: 


@ | Es % | & { + Backspace 

2 3 5 7 9 = 
Tab W T Y U ¢ 

[ 
Shift | a x Cc V <= > ? Shift + 
: : Oy 
\ 

White = The label of the key on the keyboard 


Black = Character produced when you type the key 
Red = Character produced by holding down the Shift key while you type the key 


@ # % & rf | a Backspace 
| 
Shitt zosWx Fc Fv Mo P< F> 72 Fsnn 7 
White = The label of the key on the keyboard 


Black = Character produced by holding down the Option key while you type the key 
Red = Character produced by holding down the Option key and the Shift key while you 


type the key 


Using Key Caps 

The Key Caps desk accessory now presents the keyboard characters and 
alternate character sets of a specific font. When you choose Key Caps from the 
Apple menu, a Key Caps menu appears in the menu bar. The Key Caps menu 
contains a list of all the fonts installed on the current startup disk. Choose the 
font you want from the menu. When you copy characters from Key Caps, the 
characters appear in the Geneva font in your document. You must select the 
pasted characters and change the font again. 
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Appendix F 


Using the 
LaserWriter for 
Non-AppleTalk 
Products 


I) Pc Software 
That Supports 
PostScript 


If your MS-DOS™ software supports printing to the LaserWriter with 
PostScript, you can use the following procedure to print via the LaserWriter 
serial port. 


1. Connect the COM1: serial port on your computer to the LaserWriter’s 25-pin 
socket (the RS-232 port) using a modem eliminator cable (Apple part 
number 590-0029-00). 


2. Set the mode switch on the back of the LaserWriter to “9600,” and turn on 
the LaserWriter. Wait for the test page to print. 


3. Use the MS-DOS Mode command to configure your computer for serial 
communication with the proper parameters. The following two commands 
are required: 


translates your print files into the PostScript language that the LaserWriter 
understands.) This installation process varies from application to 
application. See your application manual for instructions. 


Note: It’s easiest to perform steps 3 and 4 by including the necessary 
commands in your AUTOEXEC.BAT file. This will set your computer’s 
appropriate communications parameters each time you start the operating 
system. (For more information about the AUTOEXEC capability, see your 
Operating system documentation.) 
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Diablo 630 


Emulation 
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The LaserWriter is capable of printing text intended for the Diablo 630 
daisywheel printer. In Diablo emulation mode, the LaserWriter accepts 
documents with Diablo formatting commands and produces printed copy. The 
emulation is primarily for printing output from software packages (IBM- 
compatible) that do not directly support PostScript, the LaserWriter’s 
programming language. Courier 12 Point is the only font the LaserWriter 
supports in the Diablo 630 emulation mode. 


To invoke the Diablo emulator: 


1, Set the mode switch on the back of the LaserWriter to the “Special” position. 

2. Connect one of the LaserWriter’s serial ports (9-pin or 25-pin sockets) to the 
host's RS-232 interface with a modem eliminator (null modem) cable. 

3. Switch on the LaserWriter. You will not receive a test page. 


4. Start the IBM with DOS (the disk operating system). Use the Mode 
command to configure your computer for serial communication with the 
proper parameters. The following two commands are required: 


MODE COM1:9600,N,8,1,P 
MODE LPT1:=COM1: 


See the note in the previous section about using these commands in an 
AUTOEXEC.BAT file. 


5. Install the software with the Diablo 630 printer driver. 
6. Follow the instructions for the particular application. 


The data transfer rate in this mode is 9600 baud using the XON/XOFF protocol 
and no parity bit. 


The LaserWriter emulates the Diablo as closely as possible; however, there are 
some differences that you should be aware of. 


3 The LaserWriter does not have any way to detect that the end of a document 
has been reached other than by noticing that data has stopped arriving. All 
Diablo printer settings (margins, tabs, spacing, and so forth) remain in effect 
for about 30 seconds after the last page is processed. 
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_O The LaserWriter actually prints a page when it either reaches the bottom of 
the page or receives a form-feed character. If the last page of a document is 
not full and does not have a form-feed at the end, it will not be printed 
immediately. Instead, it will be printed when the LaserWriter resets 
approximately 30 seconds later, or as part of the next document (at the top of 
the first page). W’hen documents are being printed in close succession, 
make sure that each one has a final form-feed so that documents do not run 
together. 


The following Diablo 630 commands are not supported by the LaserWriter: 
O) print suppression 

Oi HY-Plot 

CF extended character set 


2 the ability to download information for print wheels, including program 
mode 


O the ability to override printwheel spacing (for proportional spacing), 
although the offset for proportional spacing can be changed 


CF page lengths other than 11 inches 
2 paper feeder control 

2 hammer energy contro! 

OM remote diagnostic 


2 backward printing control (note, however, that “reverse printing”’ is 


supported) 
I) Sending See “Pin Assignments” in Appendix C. 
PostScript via 
MacTerminal 
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Appendix G 


Radio and 
Television 
Interference 
and Safety 
Instructions 
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The LaserWriter generates and uses raclio frequency energy. If it is not installed 
and used properly, that is, in strict accordance with Apple’s instructions, it may 
cause interference to radio and television reception. 


Your LaserWriter has been tested and complies with the limits for a Class B 
computing device in accordance with the specifications in Subpart J of Part 15 
of Federal Communications Commission (FCC) rules. These rules are 
designed to provide reasonable protection against such interference in a 
residential installation. However, there is no guarantee that the interference 
will not occur in a particular installation, especially ifa “rabbit ear’ TVantenna 
is used. (A rabbit ear antenna is the telescoping rod type usually contained on 
TV receivers. ) 


You can determine whether your printer is causing interference by turning it 
off. If the interference stops, it was probably caused by the LaserWriter. 


If your printer does cause interference to radio or television reception, you can 
try to correct the interference by using one or more of the following measures: 


O Turn the TV or radio antenna until the interference stops. 
2 Move the printer to one side or the other of the TV or radio. 
2 Move the printer farther away from the TV or radio. 


CD Plug the printer into an outlet that is on a different circuit from the TV or 
radio. (That is, make certain the computer and the TV or radio are on circuits 
controlled by different circuit breakers or fuses.) 


2 Consider installing a rooftop TV antenna with coaxial cable lead-in between 
the antenna and the TV. 


If necessary, you should consult your dealer or an experienced 
radio/television technician for additional suggestions. 


Warming: Never try to remove the cover from the main unit. The LaserWriter 
contains extremely high-voltage components that retain an electrical charge, 
even after the unit is switched off. 


Important Safety Instructions: The LaserWriter is intended to be electrically 
grounded. It’s equipped with a three- wire grounding-type plug, a plug having 
athird (grounding) pin. This plug will only fit into a grounded AC outlet. This 
is a safety feature. If you are unable to insert the plug into the outlet, contact a 
licensed electrician to replace the outlet and, if necessary, install a grounding 
conductor. Do not defeat the purpose of the grounding-type plug. 
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Appendix H: Service and Support 


To help you get the best performance from your system, Apple Computer, Inc., 
has established a worldwide network of full-support authorized Apple dealers. 
If you need answers to technical questions or information about product 
updates, your Apple dealer can help you. Apple’s Technical Support 
organization backs each dealership to ensure prompt and reliable assistance. 


If service is required on your LaserWriter or any Apple product, take it to your 
local authorized Apple dealer. If you have moved, take it to the nearest 
authorized Service Center. There are more than 2100 authorized Apple dealers 
and Serivce Centers throughout the world. For the location nearest you, in the 
United States call (800) 538-9696; in Canada, (800) 208-7282. Or if you prefer, 
write to 


Apple Computer, Inc., Attn: Customer Relations, 20525 Mariani Avenue, 
Cupertino, CA 95014 


Apple also offers the AppleCare® Service Agreement, which keeps your 
warranty protection in force for an additional year. AppleCare is one of the 
lowest-priced service packages in the industry, and your AppleCare agreement 
will be honored at all participating authorized Service Centers within the 
country of purchase—an added benefit if you relocate. Local service means 
time saved in getting your Apple system back to work. 


You may purchase AppleCare at any time, but for uninterrupted protection, it’s 
a good idea to buy the service along with your system. In addition to providing 
you with complete coverage, AppleCare purchased along with your system 
avoids an owner-paid dealer inspection if your warranty has expired. 
AppleCare is available through your authorized Apple dealer. 


Glossary 


ee eee a a SS rey 


ce rr 


| 


Glossary 


8-pin mini circular plug 
The plug on an AppleTalk connector to attach to a Macintosh Plus. 


9-pin plug 
The plug on an AppleTalk connector to attach to a Macintosh 128K or 512K. 
The AppleTalk 9-pin plug actually uses only four pins. 


25-pin plug 

A standard plug used on an AppleTalk Macintosh XL connector to attach toa 
Macintosh XL or other accessory. The AppleTalk 25-pin plug actually uses only 
four pins. 


AppleTalk Personal Network 

A collection of computers and peripherals such as printers and file servers 
linked together by means of connectors and cables. Specially designed 
software allows the devices on the network to send and receive information. 


black tab 

A tab on the LaserWriter Toner Cartridge that you break to pull out the tape 
attached to it. The tape seals the toner into the cartridge and must be removed 
before printing. 


built-in fonts 

The LaserWriter and the LaserWriter Plus comes with fonts built into the 
printer, such as Times and Helvetica. These fonts have Macintosh screen 
versions that you use to create your documents. The LaserWriter substitutes the 
built-in font for the screen version when you print. 


cable 
The insulated wire used to carry the AppleTalk network. Apple sells standard 
cable lengths with plugs attached and bulk cable for custom lengths. 


cable extender 
A small plastic adapter with an AppleTalk socket on either end that allows you 
to connect two AppleTalk cables together. 


Chooser 
A desk accessory that is installed along with the LaserWriter (and new 
ImageWriter) printer software. 


cleaning pad 
A part you install with the LaserWriter Toner Cartridge that cleans the rollers 
used in the printing process. 


connection box 
A small white box at one end of an AppleTalk connector. Cables plug into the 
box, allowing network signals to flow through the box. 
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connector 
The piece of equipment consisting of a connection box, short cable, and an 
8-, 9-, or 25-pin plug that allows a device to be part of an AppleTalk network. 


Cover Page 

An option in the page setup command that prints a page identifying your 
document by title, User Name, date, and time. You set whether the page 
appears before or after the document is printed. 


current startup disk 
The disk that has the system files the Macintosh is currently using. Its icon 
always appears in the top-right corner of the desktop. 


desk accessory 
“Mini-applications”’ that are available from the Apple menu regardless of 
which application you’ re using. 


device 
Any piece of equipment that can be attached to a network—a Macintosh, a 
Macintosh XL, a LaserWriter, a file server, or other peripheral. 


disk space 
The amount of space available on a disk for storing or processing a document or 
application. 


font 
Acollection of letters, figures, punctuation, and special characters with a 
consistent appearance, such as Helvetica. 


font family 
A font in various sizes and styles. 


font file 

A file containing fonts, such as the LaserWriter font files on the LaserWriter 
and LaserWriter Plus Fonts Disk. To add or remove fonts from a startup disk, 
you copy fonts to and from this file to the disk’s System file. You can create a 
new font file with the Font/DA Mover. 


Font/DA Mover 

An application available on the LasserWriter and LaserWriter Plus Fonts Disk 
that allows you to add to or remove fonts and desk accessories from a disk’s 
System file or from a font or desk accessory file. 
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font scaling 

A feature that allows the Macintosh to create all sizes of a font from one size. 
Scaled fonts in larger sizes are usually not as attractive as the installed font, and 
scaled fonts smaller than 9 point may not be readable on the screen. See 
installed font. 


Font Substitution option 

An option in the Page Setup dialog box (from the File menu) that lets you 
choose whether or not the Macintosh automatically substitutes LaserWriter 
fonts for equivalent Macintosh fonts. 


installation 

The process of adding information to the System file or adding new system 
files, such as the LaserWriter printing resource, tothe System Folder ofa startup 
disk. 


Installer 
A tool onthe Printer Installation Disk that installs the LaserWriter and new 
ImageWriter printer software. 


installed font 
A font in a specific size that you install with installation software or with the 
Font/DA Mover. 


Laser Prep 

A system file installed automatically when you install the LaserWriter printing 
resource. The first time someone prints after the LaserWriter has been 
switched on, Laser Prep prepares the printer to work with the Macintosh. 
Everyone on the network must have the same version of Laser Prep on their 
startup disks. 


LaserWriter Toner Cartridge 
A cartridge that contains the toner for the printing process. Only the 
LaserWriter Toner Cartridge will work with the LaserWriter printer. 


Macintosh Plus 

A Macintosh with a built-in 800K disk drive and one megabyte of memory. The 
Macintosh Plus has different ports on the back of the computer and a different 
version of the keyboard than what's available with the Macintosh 128K 

and 512K. 


Modem port 
A socket on the back of the Macintosh marked bya telephone icon. 
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mode switch 

A four-position switch on the back of the LaserWriter that lets you place the 
LaserWriter in another mode of operation for programming the printer, for 
emulating a Diablo 630, and so forth. 


Namer 
When you have more than one LaserWriter, you use this application on the 
Printer Installation Disk to name each LaserWriter. 


network 


| A group of devices linked together that communicate by using the appropriate 


software. 


peripheral device 
Any device you attach to your Macintosh to increase its usefulness. 


point 
Aunit of measurement for type. One point equals approximately “% inch. 
12 points equal one pica. 


print density dial 
A dial on the back of the LaserWriter that allows you to change how dark or light 
the image is on the printed page. 


Printer port 
A socket on the back ofa Macintosh marked by a printer icon. An AppleTalk 
connector is attached to this port. 


printer software 

Software needed for printing that includes the printing resource and other 
related files or information that’s installed when you install the printing 
resource. 


printing resource 

A program (sometimes called a driver) that translates the file you're printing 
into the language the printer understands— PostScript for the LaserWriter. A 
printing resource file is represented by an icon named after the printer. You 
cannot use a printer attached to the Macintosh unless the correct resource is 
installed on the current startup disk. Use the Installer on the Printer 
Installation Disk to install the LaserWriter printing resources. 


Reduce or Enlarge option 
An option in the Page Setup dialog box (from the File menu) that lets you 
reduce or enlarge the print on a page just as many copiers do. 


release lever 
The lever on the front of the LaserWriter’s upper unit that opens it. 
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rollers 

The rollers (found inside the printer under the green cover) that help in the 
process of fusing toner to paper. Cleaning them occasionally is part of the 
normal maintenance of the LaserWriter. 


sans serif 
Certain typeface designs, such as Helvetica, without an ending stroke on the 
arms, tails, and stems of characters. 


| 
screen fonts 

| The LaserW’riter’s built-in fonts have equivalent versions for the Macintosh 
screen. You use the Installer on the Printer Installation Disk to install the 
screen fonts on a disk along with the LaserWriter’s printer software. 


sealing tape 
See black tab. 


separation belt 
A small, clear plastic belt, located toward the back of the inside of the printer. 
When it breaks or is improperly installed, paper jams in the printer. 


serif 
An ending stroke on the arms, tails, and stems of characters in certain typeface 
designs. 


Smoothing option 
An option in the Page Setup dialog box (preset On) that makes most MacPaint 
documents look better. 


startup disk 
A disk with all the files needed to use the Finder and possibly one or more 
application programs. See current startup disk. 


status lights 
Lights on the front of the LaserW’riter that indicate the status of the printer—on, 
paper jam, processing a job, and so forth. 


status messages 

Messages the LaserWriter sends to the Macintosh when you confirm the Print 
command. The message may tell you the status of your job or alert you toa 
problem with the printer. 


test light 
The green light on the back of the printer. When on, it indicates a problem with 
the printer’s electronics. 
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test print 
A print produced by the LaserWriter each time you switch it on. 


toner cartridge door 
The door on the front of the LaserWriter that you open to insert the LaserWriter 
Toner Cartridge into the printer. 


toner cartridge indicator 

An indicator on the toner cartridge that shows through a hole in the toner 
cartridge door. The indicator’s color shows approximately how many times the 
Laser Writer has printed and turns red when it’s time to change the cartridge. 


toner cartridge wire 
A wire in the toner cartridge necessary for printing that must be cleaned 
occasionally with the cartridge wire cleaner. 


toner cartridge wire cleaner 
A green tool shipped with the LaserWriter and found inside the printer toward 
the front. 


toner powder 
A special plastic powder in the toner cartridge that serves as “ink” for the 
LaserWriter. 


transfer guide 
A brass-colored area behind the transfer wire that must be cleaned occasionally 
as part of regular maintenance. 


transfer wire 
The wire inside the printer, in the area behind the green cover, that must be 
cleaned occasionally as part of regular maintenance. 


typeface 
See font. 


workstation 
A person’s individual work area that includes one or more devices on a 
network. 
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8-pin mini circular plug 137 

9-pin socket 24, 123-124, 130 

25-pin socket 123-124, 129, 130 

400K disks. See single-sided disks 
1200 position (mode switch) 124 
9600 position (mode switch) 124, 129 
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Ad Letter option 50 
adding 
desk accessories 68-69 
printing resources 67 
screen fonts 68-69 
Alloption 52 
AppleCare Service Agreement 136 
Apple menu 
Chooser and 4, 36, 46-47, 48, 59, 60-61, 65, 66, 87-89 
Control Panel and 4, 45, 60, 65 
Key Caps and 109 
AppleTalk Connected option 60, 65 
AppleTalk Connector Kit 3 
AppleTalk Disconnected option 65 
AppleTalk ImageWriter icon 65 
AppleTalk ImageWriter printing resource 34 
AppleTalk option card 34 
AppleTalk Personal Network 
connecting to 23-27 
non-AppleTalk products and 129-134 
problems with 93-95 
testing 25-27 
AppleTalk port. See 9-pin socket 
AppleTalk position (mode switch) 124 
AppleTalk System Connector Kit 3 
AppleTalk XL Connector Kit 3 
applications 
Chooser and 60, 65 
moving 70-71 
ascender 111 
AUTOEXEC.BAT file (MS-DOS) 129 
Avant Garde font 38, 114 
See also font(s) 
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B 
B5 Letter option 50 
black tab 13-14, 78-79 
Bookman font 38, 114 
See also font(s) 
built-in 
disk drive 126 
fonts 39, 49, 68 
bullets 109 
busy light. See yellow light 


C 
cable(s) 23-24 
Modem 124 
modem eliminator 124, 129, 130 
See also AppleTalk Personal Network 
cartridge. See toner cartridge 
changing printers. See Chooser 
charts 109 
Chooser 4, 36, 46-47, 59, 60-61, 65 
clipping and 48 
naming and 66 
problems with 87-89 
claiming space on startup disks 37 
cleaning 
rollers 84 
separation belt 85-86 
toner cartridge wire 83-84 
transfer guide 82 
transfer wire 81 
cleaning pad 98-99 
installing 15, 80 
clipping 48 
Close button 44, 69 
closing quotes 109 
colored paper 53 
commands. See specific command 
commas, inverted 109 
connecting 23-2? 
conneciion box 23-24, 60, 62, 94-95 
See also AppleTalk Personal Network 
connectors 23-24, 60 
See also AppleTalk Personal Network 
Control Panel 4, 45, 60, 65 
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| Copies option 52 

Copy button 43, 69 

copyright 109 

corona assembly. See transfer wire 

Courier font vii. 36, 38, 107 
Font Substitution option and 51 
See also font(s) 

Cover Page option 52 

Create button 69 

current startup disk 36, 87-88, 126 
Chooser and 46-47 
Liser Name and 61 


D 
darker print. See print density dial 
dashes 109 
data disks 32 
descender 111 
designing 
forms 110-111 
mailers 112-113 
newsletters 106-107 
presentations 104-105 
reports 108-109 
desk accessor (ies) 
adding 68-69 
Chooser 4, 36, 46-47, 48, 59, 60-61, 65, 66, 87-89 
Control Panel 4, 45, 60, 65 
Key Caps 109 
removing 68-69 
devices, peripheral. See specific device 
Diablo 630 emulation 130-131 
digitizers, Smoothing option and 51 
dimmed 
icons 65 
Install button 35 
LaserW’riter icon 60, 88 
names 65 
dingbats. See Zapf Dingbats font 
disk(s) 
data 32 
Hard Disk 20 Startup 58-59, 126 
LaserWriter and LaserWriter Plus Fonts Disk 4,38, 40-44. 68 
LaserWriter Installation Disk 4 
non-startup 32 
Printer Installation Disk 4, 25-27. 32-37, 58-59, 66, 67, 88 
single-sided 32, 39 
startup 32-37, 38-44, 58-59, 61, 67, 68-69. 87-88, 126 
See also Hard Disk 20 
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disk drives 126 
documents 
moving “0-71 
printing. See printing 
double-sided printing 64 
Drive button 42.44. 69 
drivers. See printing resource(s) 


E 
8-pin mini circular plug 137 
Eject buuon 41.44, 69 
electrical wiring 5 
ellipsis 109 
em dashes 109 
Empty Trash command 71 
emulation, Diablo 630 130-131 
envelopes 63, 64 

loading 17-18 
EP cartridge. See toner cartridge 
extemal disk drive 126 
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— file(s) 


AUTOEXEC.BAT (MS-DOS) 129 
Laser Prep 36, 37 
LaserWriter Fonts 38 
LaserWriter Plus Fonts 38 
System 38-44, 68-69 
File menu 
Page Setup command and 48, 49-51, 60, 63, 64, 65 
Print Catalog command and 27, 60 
Print command and 48, 52, 61-62, 63 
Finder 65 
Page Setup command and 60 
finish, paper and 53 
fixing assembly. See green cover 
fixing assembly cleaner. See cleaning pad 
fixing assembly cleaner felt. See toner cartridge wire cleanet 
fixing roller. See roller 
folder(s) 
moving 70-71 
nested 42 
opening 42 
System 32, 59, 67 


font(s) vii 


Avant Garde 38, 114 
Bookman 38, 114 

built-in 39, 49, 68 

Courier vii, 38,51, 107 
Geneva 51 

Helvetica vii, 38, 51, 107 
Helvetica Narrow 38, 114 
ImageWriter and 49 
Macintosh, printing on LaserWriter 49, 51 
Monaco 51 

monospaced 107 

moving. See Font/DA Mover 
New Century Schoolbook 38, 114 
New York 51 

Palatino 38, 114 
proportionally spaced 107 
sans serif 107 

scaled 39, 68 

screen 32-37, 38-44, 49, 68-69 
Seattle 51 

serif 107 

size 11] 

substituting 5] 

Symbol vii, 38, 107, 127 
Times Roman vii, 38, 51, 107 
Zapf Chancery 38, 114 

Zapf Dingbats 38, 128 


Font/DA Mover 38, 40-44, 68-69, 88 
font families. See font(s) or specific font 
Font menu 40 


screen fonts and 36 
See also font(s) 


Font Substitution option 51 
forms, designing 110-111 

400K disks. See single-sided disks 
freeing space on startup disks 37 
From/To option 52 


Geneva font 


Font Substitution option and 51 
See also font(s) 


graphics, Smoothing option and 51 
graphs 109 

green cover 10,15 

green light 20, 63,91, 97, 123 
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Hard Disk 20 126 
installing printing resources on 58-59 
LaserWriter Print File and 62 
printing resources and 67 
See also disk(s) 

Hard Disk 20 Startup 58-59, 126 

Help button 52, 63, 67 

Helvetica font vii, 36, 38, 107 
Font Substitution option and 51 
See also font(s) 

Helvetica Narrow font 38, 114 
See also font(s) 

humidity, LaserWriter and 5 


l 
icon(s) 
AppleTalk ImageWriter 65 
dimmed 65 
Image Writer 65 
LaserWriter 60, 65, 88-89 
sideways 63, 64 
Trash 67, 71 
image, problems with 98-99 
Image Writer 
LaserWriter fonts and 49 
LaserWriter Plus screen fonts and 38 
ImageWriter II 34 
LaserWriter fonts and 49 
LaserWriter Plus screen fonts and 38 
with AppleTalk option card 34 
ImageWriter icon 65 
ImageWriter printing resource 94-95 
installing 34 
removing 34 
indicator lights. See status lights 
Inside LaserWriter vi 
Install button 67 
dimmed 35 
Installer 4, 33-35, 67, 88 
installing 
cleaning pad 15, 80 
manual feed guide 16 
paper output tray 16 
printing resources 32-37, 58-59 
screen fonts 38-44 
toner cartridge 11-14 
interference 135 
inverted commas 109 


J 
jammed paper 85-86, 95-97 


K 
Key Caps 109 
keyboard equivalents 
for punctuation 109 
for Symbol font 127-128 


L 
Laser Prep file 36, 37 
LaserWriter and LaserWriter Plus Fonts Disk 4,38, 40-44, 68 
LaserWriter Fonts file 38 
LaserWriter icon 60,65 
dimmed 60, 88 
problems with 88-89 
LaserWriter Installation Disk 4 
LaserWriter Plus Fonts file 38 
LaserWriter Plus Kit vii, 4 
LaserWriter printing resource 34 
LaserWriter Toner Cartridge. See toner cartridge 
letterhead paper 53, 64 
loading 17-18 
temperature and 53 
lighter print. See print density dial 
lights. See status lights 
line graphics, Smoothing option and 51 
lines on paper 83, 86,99 
Lisa vi 
See also Macintosh XL 
loading 
envelopes 17-18 
letterhead paper 17-18 
paper cassette 17-18, 53 
three-hole-punched paper 17-18 


M 

Macintosh 512K 
AppleTalk Connector Kit and 3 
connecting to 23-27 
fonts, printing on LaserWriter 49, 51 
installing printing resources on 32-37, 58-59 
printing with 60-62 
scaled screen fonts and 39 


Index 


Seen 


Macintosh Plus 
AppleTalk System Connector Kit and 3 
connecting to 23-2? 
fonts, printing on LaserWriter 49, 51 
installing printing resources on 32-37, 58-59 
printing with 60-62 
Macintosh XL 
AppleTalk XL Connector Kit and 3 
connecting to 23-27 
fonts, printing on LaserWriter 49, 51 
installing printing resources on 32-37, 58-59 
printing with 60-62 
scaled screen fonts and 39 
MacTerminal 124 
mailers, designing 112-113 
maintenance 75-86 
Manual Feed button 63 
manual feed guide 63, 64 
installing 16 
manual feed light. See yellow light 
Manual Feed option 52 
manual printing 63-64 
menus. See specific menu 
messages. See status messages 
minus sign 109 
Mode command (MS-DOS) 129, 130 
mode switch 24,92, 124, 129, 130 
Modem cable 124 
modem eliminator cable 124, 129, 130 
Modem port 65 
Monaco font 
Font Substitution option and 51 
See also font(s) 
monospaced font 107 
moving 
applications 70-71 
documents 70-71 
folders 70-71 
fonts. See Font/DA Mover 
MS-DOS software, LaserWriter and 129, 130 


N 
Namer 66 
names, dimmed 65 
naming 66 
nested folders 42 
network. See AppleTalk Personal Network 
New button 69 
New Century Schoolbook font 38, 114 
See also font(s) 
newsletters, designing 106-107 
New York font 
Font Substitution option and 51 
See also font(s) 
9-pin socket 24, 123-124, 130 
pin assignments 124 
9600 position (mode switch) 124, 129 
non-AppleTalk products, LaserWriter and 129-131 
non-startup disks 32 
null modem cable. See modem eliminator cable 
numbers, as LaserWriter names 66 


O 

On/Off switch 7, 19 

Open button 41, 42, 44, 69 

opening folders 42 

opening quotes 109 

Option-8 (bullet) 109 

Option-; (ellipsis) 109 

Option-[ (opening quote) 109 
Option-] (inverted comma) 109 
Option-Dash (minus sign) 109 
Option-g (copyright) 109 

Option-r (registered trademark) 109 
Option-Shift-| (closing quote) 109 
Option-Shift-| (inverted comma) 109 
Option-Shift-Hyphen (em dash) 109 
orange cards 10 

ordering information 122 
Orientation option 50, 63, 64 


Index 


p 
packing materials 4 
Page Setup command 48, 49-51, 60, 63, 65 
A4 Letter option and 50 
B5 Letter option and 50 
Finder and 60 
Font Substitution option and 51 
Orientation option and 50, 63, 64 
Reduce or Enlarge option and 50 
Smoothing option and 51 
US Legal option and 50 
US Letter option and 50 
Palatino font 38, 114 
See also font(s) 
paper 4,53 
colored 53 
finish and 53 
jammed 85-86, 95-97 
letterhead 17-18, 53, 64 
lines on 83, 86, 99 
odd-sized 17-18, 63, 64 
printing on both sides of 64 
problems with 83, 84, 85-86, 95-99 
stains on 84,98 
temperature and 53 
texture and 53 
three-hole-punched 17-18, 53, 64 
paper cassette, loading 17-18, 53 
Paper Cassette option 52 
paper jam light. See red light 
paper output tray, installing 16 
part numbers 122 
peripheral devices. See specific device 
photocopy paper. See paper 
pin assignments 124 
placement 5-6 
points 111 
port(s) 
Modem 65 
Printer 24, 60, 62, 65, 94-95 
Serial port B 24 
See also 9-pin socket, 25-pin socket 
PostScript 119, 129, 130 
power cord 19 
powering up 19-22 
presentations, designing 104-105 


Print Catalog command 27, 60 registered trademark 109 


Printcommand 48, 61-62, 63 release lever 7,8 
All option and 52 Remove button 43, 67, 69 
Copies option and 52 removing 
Cover Page option and 52 desk accessories 68-69 
From/To option and 52 printing resources 67 
Manual Feed option and 52 screen fonts 68-69 
Paper Cassette option and 52 sealing tape 13-14, 78-79 
print density dial 21,98 replacing 
Printer Chooser. See Chooser separation belt 85-86 
printer drivers. See printing resource (s) toner cartridge 75-79 
Printer Installation Disk 4, 25-27, 32-37, 58-59, 66, 67, 88 reports, designing 108-109 
Printer Installer. See Installer rollers 98 
Printer port 24, 60, 65, 94-95 cleaning 84 
printer software. See printing resource(s) RS-232 serial port. See 25-pin socket 
printers, changing. See Chooser RS-422 serial port. See 9-pin socket 
| printing 45-53, 119 
| double-sided 64 S 
manual 63-64 sans serif font 107 
problems with 89-92 scaled screen fonts 39, 68 
with Macintosh 512K 60-62 screen fonts 49 
with Macintosh Plus 60-62 adding 68-69 
with Macintosh XL 60-62 Font menu and 36 
printing resource(s) installing 32-37, 38-44 
adding 67 removing 68-69 
AppleTalk ImageWriter 34 scaled 39, 68 
ImageWriter 34, 94-95 See also font(s) 
installing 32-37, 58-59 SCSI (Small Computer System Interface) port 126 
LaserWriter 34 sealing tape, removing 13-14, 78-79 
removing 67 Seattle font 
problems 87-99 Font Substitution option and 51 
with AppleTalk Personal Network 93-95 See also font(s) 
with Chooser 87-89 selecting printers. See Chooser 
with paper 83, 84, 85-86, 95-99 separation belt 95, 98 
with printing 89-92 cleaning 85-86 
with test page 21-22 replacing 85-86 
proportionally spaced font 10? Serial port B 24 
punctuation characters 109 serial ports. See 9-pin socket; 25-pin socket 
seriffont 107 
Q service 136 
quotes 109 sideways icon 63, 64 
single sheet. See manual printing 
R single-sided disks 32, 39 
radio interference 132 size, font 111 
ready light. See green light Small Computer System Interface port. See SCSI port 
rear door 97 Smoothing option 51 
red light 20, 91,96, 123 socket(s) 
Reduce or Enlarge option 50 9-pin 24, 123-124, 130 


4, ] 
25-pin 123-124, 129, 130 
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software three-hole-punched paper 53, 64 
MS-DOS, LaserWriter and 129, 130 loading 17-18 
printing. See printing resource(s) Times Roman font vii, 36, 38, 107 
space, claiming on startup disks 37 Font Substitution option and 51 
Special menu, Empty Trash command and 71 See also font(s) 
Special position (mode switch) 124, 130 toner cartridge 98-99 


stains on paper 84, 98 
startup disk(s) 
adding printing resources to 67 
adding screen fonts to 68-69 
Chooser and 46-47 
claiming space on 37 
current 36, 46-47, 61, 87-88, 126 
installing printing resources on 32-37, 58-59 
installing screen fonts on 38-44 
removing printing resources from 67 


indicator 7,75 
installing 11-14 
replacing 75-79 
sealing tape and 13-14, 78-79 
wire 83-84, 99 
wire cleaner 9, 84 
transfer guide, cleaning 82 
transfer wire 99 
cleaning 81 
transparencies 53 
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removing screen fonts from 68-69 
updating 33-35 


specifications 120-122 door 7, 12 


Trash icon 67,71 
troubleshooting 87-99 


texture, paper and 53 


See also System file; System Folder 1200 position (mode switch) 124 
status lights 7, 20, 48,61, 91, 123 25-pin socket 123-124, 129, 130 
' status messages 27,47, 48.61, 90 pin assignments 124 
substituting fonts 51 type. See font(s) 
support 136 
switch(es) U 
made 24,92, 124, 129, 130 unpacking 3-4, 7-10 
On/Off 7, 19 updating startup disks 33-35 
switching on/off 19-22 US Legal option 50 
Symbol font vii, 36, 38, 107, 127 US Letter option 50 
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